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REPORT No. 55.

INVESTIGATION OF THE MUFFLING PROBLEM FOR AIRPLANE ENGINES.
By G. B. Ureron and V. R. Gacr. . .

The initial perception .of the presence of an airplane comes commonly through hearing
rather than sight. When near & plane the noise of the unmuffled engine is fairly deafenmg

If mufiling can be contrived without too large a loss of power it.will become much easier for

the pilot to operate his plane, a cut-out being provided for engine-testing purposes. In civil
use of planes, if passengers are to be carried or if planes become numerous, muffling will almost-

surely be required, as it now is for automoblles, motor boats, and stationary engmes In ™

military use of the planes the advantages to be derived from silent operation, if that is possible,
are immensely greater; for example, with night-bombing auplanes '

A preliminary report upon this subject was printed as Report No. 10 of the Second Annual .

Report of the National Advisory Committee for Aeronantics, 1916, pages 41 to 49; hereinafter

referred to as Report No. 10. This report outlined the problem, gave the status of muﬂlmg for

automobile engines, and gave the beginnings of our experimental work. TFor the main part of
the experimental work, Prof. V. R. Gage has been assocmted with the injtiel staff of Profs
H. Diederichs and G. B Upton.

In the early summer of 1917 the Curtiss engine was taken over by the U. S. A. S. M. A.
at Tthaca. A considerable amount of. experimental data had already been accumulated.
Designs of mufflers had been worked out to be tried upon planes in fleld work. At this time,
however, muffling was much less important than the production of enomes and planes, so that
field experiments with mufflers were not carried out.

The work has fallen into two divisions: First, the determmamon of the relation between
back pressure in the exhaust line and consequent power loss, fot various combinations of speed
and throttle positions of the engine. Second, the construction and trial of muffer designs,
covering both type and size. The main body of the work has been done on a Curtiss OX eight-
cylinder airplane engine, 4 by 5 inches, rated 70 horsepower at 1,200 tevolutions per minute:
For estimation of the muffling ab111ty and suppression of “bark” of individual exhausts, we
have also used an “Ingeco” stationary, s1ngle cylmder, 5l by 10 ineh, throttling governed
gasoline engine, and occasmnally other engines.

On the Curtiss engine the carburetor was a Schebler. model L: The throttle control rod
was graduated and adapted for duphcamon of settings by means of a screw setting into holes. -
Adjustment of needle valve and cams controlling the mixture was once made and was not
subsequently changed. The ignition was by Bosch magneto with fixed spark, set in the.
advanced position by the manufacturer’s instructions. Tl:us adjustment was never changed.
The spark plugs gave trouble and had to be renewed. The_engme was started by power from
an electric (street car) niotor, belted to a pulley whmh was keyed on the end of the fan dynamo-
meter shaft, on the end away from the engine.  The, engine was _brought to a moderate speed
with the magneto short circuited and then ignition was turned on and the belt thrown off the
fan dynamometer pulley simultaneously. Cooling water was, supplied to the engine from the
water mains through the regular circulating pump. The water supply valve was always opened |
to the same point, which had been found by trial to give shghtly more than adequate cooling. °
It was found that air locks might occur and to detect them, separate, dlscharges 11nes were used,

one from each block of cylinders,
3
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In the determination of power losses due to the mufflers it was desirable that the engine
should drive a dynamometer with the same torque-speed characteristics as a propeller. We
therefore built a fan dynamometer, copying in detail the dimensions of one at the
Automobile Club of America’s laboratory at New York City. This design of fan has previously
twice been calibrated using cradle dynamometers. The fan has two blades set diametrically
opposite. These blades are rectangular plates 14 by 10 inches, with the 10-inch dimension
radial. As used, the outside diameter across the blades was 42 inches, requiring 35.4 horse-
power at 1,000 revolutions per minute, and for other powers varying with the cube of the speed.
This adjustment holds the engine to rated load at rated speed (61.2 horsepower at 1,200 revo-
lutions per minute, 69.1 horsepower at 1,250, 77.8 horsepower at 1,300). Dimensions and
calibration of the fan are given more completely in Appendix A.

The determination of the power consumed by the fan depends solely upon the measure-
ment of speed. For the reading of speed we used a Hopkins electrical tachometer, with its
dynamo driven directly by the engine crankshaft through a flexible coupling. The tachometer
was calibrated several times during the progress of the work, both in place on the engine and
on a small high-speed lathe. I

To determine the power loss due to back pressure, we put exhaust manifolds on the engine
along each black of four cylinders and combined the exhausts in & cross pipe at the rear of the
engine, as illustrated in figure 1, a photograph of the set-up. The cross pipe ended in a tee
with two valves, one a gate valve for adjustment and the other a quick-opening valve, similar
to a ““molasses” valve. The second valve was used either entirely open or entirely shut; the
change from closed to open and reverse could be made instantly. In running to determine
power loss the engine would be set at a given throttle position with the quick-opening valve
wide open; then closing that valve the gate valve was set to give a desired back pressure. Runs
were then made, alternately, in quick succession, with the quick-opening valve open and shut.
In each condition readings were faken of speed gnd back pressure. The alternation of condi-
tions was repeated several times, until the drop of speed (and power losses) associated with a
certain back pressure seemed well determined.

There was one manifold for each block of four cylinders composing one leg of the veo.
The back pressures of the two groups of cylinders were read separately and independently.
The manometer connections were made in each manifold at a point about 6 inches beyond the
last cylinder and the two fittings were identical in construction. The pressure taps werc made
of small brass rods riveted over inside nearly flush with the manifold, with a lock nut outside
the manifold. The openings through the rods were the same and were about v inch in diame-
ter. This construction was used in order to minimize as far as possible any errors of pressure
due to the effect of velocity and to damp the pulsations of pressure. If any such velocity
effects did enter into the observations of pressure they would disappear in the taking of the
pressure difference of runs with and without applied back pressure. Taking the pressure
readings so close to the engine was intentional; all manifold and piping resistance beyond these
taps will be shown in the readings, and it was a matter of interest to discover how serious these
losses might be, due to the use of long or improper exhaust piping.

From the pressure taps connection was made through rubber tubing of about !{-inch inside
diameter and 6 feet long to mercury manometers. A considerable mass of mercury was used
in each manometer to obtain the damping effect of its inertia. Further damping was found
necessary and was secured by stuffing the upper ends of the manometer tubes with coiton
waste. With the engine running, the back-pressure readings were satisfactorily steady and
practically without time lag in shifting from running with and without applied back pressures.

The first series of runs was made to determine the power losses caused by different applied
back pressures with the engine under a fixed throttle position, set for normal power and speed.
The observations taken are shown in the first four columns of Table I. The other values shown
in Table T are the results of computations from the averages of the data.

The true speed, revolutions per minute, is obtained from the tachometer readings by the
use of calibrations made before and after groups of tests. The correction factor for the tacho-
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meter was always a constant Inultlphed into the indicated speed. This constant was about
1.09.

The per cent power loss was computed from the relative speeds with and without applied
back pressure. If the speed with applied back pressure was 97 per cent of the original speed, the
power loss was (1.00)®— (0.97)$=1.00=-0.9127 =8.7 per cent. This relation is true because of
the loading of the engine by the fan dynamometer. The power absorbed by the fan is pro-
portional to the cube of the speed. (Appendix A.) . -

The brake M. E. P. (brake mean effective pressure) is the product of the mechanical effi- : .
ciency of the engine and the mean effective pressure as shown by an indicator diagram, and is
expressed in pounds per square inch. For this. engine: o

Let P=brake M. E. P. o e o ) T

R=r.p. m, _ o
B=cylinder bore diameter, in inches=4 inches. . _ N
S=cylinder stroke, in inches =5 inches. - -

N=number of cylinders=38.
HP =brake horsepower.
Then

P>< B><12><2><N_< ~BSN
4x2

33000 X 12X 33000

(g )R S o

(1577) -
P= 5 X HP.

For this fan dynamometer:
HP=EKR®
in which Kis a constant whose value was 85.4 X 10~ at the setting used. (Appendix A.)
Combining the expressions for this engine and fan: . o

P=.1—5-E-7><KR3=1577><KR2 ' L

~55.8 R2X10~°

Various results from this group of tests, as shown.in Table I, are shown as curves in plots e

2 to 5, inclusive. In all of these curves the abscissa is the apphed back presstire measured in .

inches of mercury. This “applied back pressure’ is strictly the increase of manometer reading,

over that given with open discharge from exhaust manifolds and piping, with the application _ o
of a definite constriction of dlscharge _ o

Plot 2 shows the power losses, in per cent, as a function of the apphed hack pressure. L

With no applied back pressure the throttle was set and locked to give ahout 1,230 r. p. m. I
corresponding to about 65 horsepower output to the dynamometer. The engine d1d not always : L
come back to this speed and power when the back pressure was relieved, because of many Co
minor variations of ignition, carburetion, lubrication, cooling, etc. These changes were cared o
for by the method of testing employed, as previously described. The results’as to power loss e
in plot 2 will be found only for one setting of the throttle on this engine. Itcotld notbe assumed

that the same percentage power loss would be found, for a g1ven apphed back pressure, on_

another engine, or even with other throttle positions on this engine. These power losses are

conditioned, also, by the dynamometer characteristic of power varying with ctube of speed.

They would not hold for automobile engine operation in general, because the load character- —
istics would be different. 'This curve is, however, approximately typicel, in form and in numeri-

cal value, of average flying conditions with airplane motors, when the exbaust is_choked by

any means to increase the back pressure. This curve gives the information desired concern-
. ing the relative magnitude of the power losses incident to increasing the back pressure of an

HP=

)PR
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airplane engine by attempts at muffling. If satisfactory noise suppression can be sccured with
small increases of back pressure, the power loss may be tolerable.

For moderate back pressures the power loss is substantially proportional to the back
pressure. I‘or higher back pressures the power loss mounts rapidly, apparenﬂv at such a 1ate
stop the engine. These relations are perhaps better brought out in plot 3, which is the same
as plot 2 excapt that the coordinates are logarithmically scaled. The fulI line curve in plot
3 is the curve of plot 2 transferred. The dash line in plot 3 shows what would happen if the
power loss continued to he proportional to the back pressure.

A possible explanation of this changing effect of back pressure as the back pressure increases
may be found by considering the indicator card. This is schematically shown in figure 4.
For small back pressures we may expect the main effect to be a lifting of the exhaust line of
the card by an amount substantially equal to the inctease of back pressure. The result would
be a loss of indicated M, E. P. equal to the back pressure, because the elevation of the exhaust
line would extend through the whole stroke. The loss of brake M. E. P. will be smaller than
the loss of indicated M. E. P. in the ratio of the mechanical efficiency of the engine to unity.

At higher back pressures the exhaust gases are held back in greater amounts in the eylinder,
leaving the clearance space, at the end of the exhaust period, filled with an adnormal weight
of hot, dead gases. These, reexpanding, interfere with the incoming charge in various ways,
lessening the amount of the fuel mixture drawn in. The decrease of charge quantity will
result in a decrease of M. E. P. which is added to the decrease of M. E. P. due to lifting of the
pressure of the exhaust line. .

Probably it is the decrease of charge which is the prmmpal reason for the possﬂnhty of
stalling the engine by fairly completely choking the exhaust pipe and before complete closure
is reached.

To make the findings of power loss caused by applied back pressure more general, not so
much a matter of the particular case studied, the results are given as loss of brake M. E. P.,
by the curve on plot 5. 'The previous discussion of the effect of back pressure upon the indicator
card explains the form of this curve and the relations between the test curve and the line of
equality of brake M. E. P. loss and back-pressure increase. For the smaller and reasonable
values of back pressure it is quite safe to assume that the loss of brake M. E. P—(pounds per square
wneh) does not exceed, and is nearly equal to, the applied back pressure (in pounds per square inch).
This conclusion is of considerable importance to the designer of engines, exhaust manifolds,
and mufflers, and is probably valid for all types and services of internal-combustion engines.

Of interest-to the airplane designer is the loss of propeller speed consequent upon back
pressure in the engine exhaust. Since propeller speed is tied, in a definite relation, to pro-
peller power, the curve of plot G is really another version of plot 2. This curve of plot G should
correspond approximately to average running conditions of airplane motors. It is about a
three-quarter throttle position curve for this engine, and full throttle would probably chunge
the form of the curve only at the higher back pressures.

. In the second series of tests the engine was brou,_..ht up to about normal speed and power.

The regulating valve at the end of the exhaust pipe was closed, ellowing all the exhaust to
lea) through the joints of the piping and through the walls of the flexible metallic exhaust
hose when the end ocutlet valve was closed. The value of back pressure was purposely made
large, in order to give more accurate readings of back pressure, and to see what would happen.
Readings of speed and back pressure were then taken with the end outlet valve alternately
open and shut, until the values seemed to check among themselves. Then the throttle opening
was reduced, and again readings were taken. Immediately after the smallest advisable throttle
run, the normal throttle as used at first was reproduced, and a check run was made.

Table IT gives the data and the computations of the runs made on August 24 and 20. The
exhaust piping was changed between August 24 and 29 by making the pipe joints tighter.

Plot 7 shows the relation between the brake horsepower and the actual back pressure, as
given in Table II, The back pressure increases as some exponential function of the horsepower,
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when the conditions of the exhaust passages remain unchanged. The same curves are shown

on plot 8, using logarithmic instead of arithmetic coordinates. The slope of thése curves is . .

slightly less than 1.5, indicating about the 1.5 power of the englne output. An analysis of the

muffler tests made at the Umversroy of Michigan (printed in Horseless Age, ‘May, 1915) also - '
indicates that fhe back pressure varies with about the 1.5.power of the engine output. (An

analysis of some of the features of the University of Michigan report is given as Appendix B.)
Neglecting changes of mechanical and thermal efficiency, the weight of exhaust gases, per

unit of time, must be nearly proportional to the brake horsepower. So, for a rough approxi-

mation, the quantity of exhaust gas can be substituted for the brake horsepower, as abscissee
of the curves, plots 7 and 8. The quantity of fluid discharged through orifices is nearly pro-

portional to the square root of the pressure difference across the orifices. By analogy it would '

be expected that the slope of the curves on plot 8 should be nearly 2.~ A contributing feature
in thé fact that they are not may possibly be explained by the common method of averaging
and reading a fluctuating pressure. Averaging in case of pulsations is quite often done by

damping. The damping of the oscillations may or it may not give a nearly true average of

the pressure. - But the instantaneous rate of flow through the orifice is proportional to the

square root of the pressure at that instant. So.for a pulsating flow there should be found'_ _
the integration of the product of the average of the square roots of the pressures and the time
interval during which the pressures exrsted not the product of the square root of the average

of the pressures and the total time. The la.’oter method was used, agreea,bly to the common

practice under such circumstances. The flow and the pressure difference in the exhaust mani- -

folds are widely and rapidly pulsatmg The average pressure as indicated on the manometer.
may-be far from the average pressure value W}:uch should be used in determining the flow
However, when measuring the exhaust back préssures in this conventional manner, the empirical
relation here shown hay be quite useful—that the back pressure varies approximately as the
horsepower of the engme, raised to the 1.5 power.

Plots 9 and 10 give information very applicable to muffling of alrplane engines. They
show how rapidly the back pressure rises to high values as the engine is opened out to full
power and speed. The numerical values are obtained from Table IT. Plot, 9 shows the result
of excessive choking of the exhaust which was purposely done in this case to bring out the
action. The two curves of plot 9 result from slightly different initial conditions. Plot 10

shows the back:pressure due to exhaust piping, only, 1nclud1ng sharp turns, some extra pipe

resistance, and fittings on our experimental set-up. This curve is of the same type and of the
same magnltude of back pressure values which would come from a good muffler. It should
be carried in mind that with these figures the engine was dr1v1ng a fan whose characteristics
correspond to an alrplane propeller. The form of the curves is condltloned by this type of
loading.

In attempting to analyze the data of Table II, reducing the loss of engine torque to terms

of brake M. E. P., the result is the ‘‘shotgun” dlagram of plot 11. Interpretation of this is
highly speculatlve considering the small amount of data which was collected. The “analysis |

here attempted is much broader than the special problem which was being studied, and so no
special runs were made to get the information needed to complete this figure. Curve OB is
transposed bodily from plot 5, representing runs at fixed throttle and varying exhaust conditions.
The straight line OF on plot 11 represents, as near as possible, the average relation from the
runs with varying throttle against fixed exhaust conditions. = Since the engine was coupled to
a fan dynamometer, speed and throttle position are tied together except for the slight modifi-
cations due to back pressures, etc. The small numbers adjacent-to the points in plot 11 give
the approximate r. p. m. of the engine and fan; and equal speeds nearly coincide with equal
throttle positions. The apparent scattering of the points may indicate that the points do not
belong upon one curve, but upon a family of constant throttle curves such as OC, OD and,OE,
all similar to OB. The curve OB was at about three-fourths throttle of the engine.

Table III and plot 12 are pub in as a demonstration that the choking of the exhaust by
sharp turns, pipe fittings, etc., give the same results as choking by a muffler. On August 29,

152577—20—No. 56—2 - : . e
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after taking the data given in Table II, the exhaust piping connections were changed some-
what in order to try out a muffler. The wire-gauze-filled muffler, described on page 48 and
figure 4 of Report No. 10, was put on the open end of the exhaust manifold piping. Runs were
made with and without the muffler as resistance, giving the data shown in Table III, and in
plot 12. This is comparable with plot 7, the lower curve of plot 7 being reproduced as the
upper curve of plot 12. Al three curves are evidently of the same type. Henee the information
obtained from Tables I and 1I and their analysis will be applicable to the analysis of muffler actions
so far as back pressures and power losses are concerned.

In the course of the experimental work so far described some peculiar phenomena were
noted. One such was an abnormal power drop, considering the back pressure, at certain
‘‘critical speeds.” It was found that this abnormal power loss was avoided by a very small
change of speed either way from the critical. The critical speed changed or disappeared with
change of exhaust manifold. Apparently some manifolds would not show this phenomena;
probably the curved manifolds would be free from it. The supposed cause of this abnormal
power loss at a critical speed is a reflected wave of exhaust gas filling the clearance of some
cylinder just before its exhaust valve closes.

Study of this effect led to a suggested design of an exhaust manifold, and ultimately to
the design of a muffler. If the pulses of exhaust gas, following the opening of successive exhaust
valves, could be so trapped thdt they would never return to their own or other cylinders by
direct motion, or by reflection, interferences and abnormal power losses would be avoided, and
the muffling problem itself might be simplified. The scheme selected was rather similar to the
muffler design shown in figure 3, page 47, of Report No. 10. The exhaust of each cylinder
was to enter, tangentially, the annular space between two concentric cylinders. In this space
the exhaust gas, entering with high velocity and pressure, could spin around, dissipating its
energy both by friction and by progressive leakage through numerous small holes in the inner
cylinders. The inner cylinder, continued outward from the manifold, was to become the
exhaust pipe. A design for a manifold-mufHler of this type is shown in figure 13. The tangential
entrance effects the trapping of the exhaust pulse, preventing its direct or indirect return to
any cylinder. This is shown more in detail in figure 14.

While & device of this character (figure 13) might be successful in normal operation of an
automobile engine, it was discarded as unsuited for airplane engine service. First, the internal
construction would burn out owing to the great heat of the exhaustgases in airplane service,
and secondly, the radiant heat from the large surface of the manifold would prohibit the
installation. The first objection may be met, and the second minimized, by the more compact
construction suggested in figure 15, which could well be bullt. with a smaller external diameter
than the other design.

The remainder of the experimental work consisted of trials of various commereial mufilers
and of experimental mufflers designed and built by the authors of this report. The experi-
mental apparatus remained, in general, unchanged. The dynamometer, the tachometer, and
the arrangements for reading back pressures remained the same and were used as before. Power
losses due to the application of mufflers were found as described previously in the determination
of power losses due to applied back pressures. When the emphasis was upon the determination
of muffliing ability, and the comparison of various mufflers with each other as silencers, the
determination of power loss was inferred from the back pressure reading and general engine
speed. This method is more accurate than the direct determination of power loss from speed
drops, because the power losses from the mufflers finally selected were smeall. The drop of speed
was too small to read satisfactorily while the back pressure was still a readily measurable
quantity.

Usually, when working with mufflers, the Curtiss engine was set to run at its recommended
speed of 1,200 to 1,250 r. p. m., developing about 70 horsepower. A scale of throttle settings
had been made so that this, and other settings, could be duplicated. Generally one mufiler was
used for the entire engine, taking the exhaust from all eight cylinders. The setup shown in
figure 1 was theh modified by putting the quick-opening valve on the side outlet of the tee on



TEMS. 18

OF MUFFLING PROB

INV'ESTIGATION

L
.(\f——
Section thru CGylinaer Connection -

Fig. /4.

3row\er (8

& an.
Srows '\{/a )
holes\4ia.

NE W MANIF 0oLD MUFFL ER
tra innet tubeinplace.

Showing €%
/3/7/‘_’(00?4_ adapfea’fo(urfisOX&Thomas

Fig.16.



—7

21'- 10” or more

br/gvzlo"re 7
v — 1
. Y "1.3

~ | |

R ——

64" or more

LML

2 "-'[

MAMFOLD & MUFFLER
COMBINED
UYpron-Gage 102a.
Adapted rfor f1-S.£ng.

¥1

N\

Notless thoné
3 ~

Dim. Fo 7Y Plone

"SOITNVNONAV HO4 HFILIWIVOD XUOSIAAY TVNOILVN IJ0JIY TIVANNY




INVESTIGATION OF MUFFLING PROBLEMS. . . _ 15

the end of the cross manifold, allowing the installation of the muffler under test, without a valve,
in the direct line of the exhaust flow. The back pressure due to the muffler could then be
determined, by taking alternate readings as before, with the quick-opening valve open and shut.

The data of Tables III, VI, and part of VII came from this arrangement. _

In a few tests, concerning particularly the capacity of mufflers, the cross manifold was
removed. A muffler could then be placed directly on the end of the stock exhaust manifold
for one block of four cylinders. Generally a muffler was placed on each of the two manifolds.
The mufflers then had to be applied and removed by hand in order to determine the back pres-
sure due to the muffler. This procedure was used for getting the data of Table IV, using the
G. P. F. 12-inch and 28-inch mufflers, and part of Table VIL. )

Estimates were always made of the s1lenc1ng qualities of the muffler belng tested. In the
end the devices selected as most promising were put through comparative tests, where rapld
substitutions were made by hand. For this work it seemed desirable' to.make an open-air
estimation of the noise of the exhaust and the degree of silencing with the various mufflers.
To get the exhaust outdoors and pointed in the right direction the tee and. valves on the end

of the cross manifold were removed. At the end of the cross manifold direct connection was.

made to a 2-inch plpmg system consisting of a 6-foot length of pipe, a 45° ell, and a second

6-foot length of pipe. This piping did not muffle the exhaust to any noticeable degres. The
back pressure due to the piping, at normal engine speed, was about 1 inch of mercury. This
measurement, in itself, may be of considerable interest in the problem of the disposal of engine

exhaust on airplanes. The data of Tables VIII and IX were taken with the mufflers placed

outdoors in this manner. _

Many devices and ideas for s11enc1ng were considered, and quite a few were tried out. All
devices with which tests were made, and which were found worthy, as well as a few which were
rejected, are included in the descriptive matter which follows. Of the rejected schemes, only
those are described which, are based upon some peculiarly attractive idea, or which are akin
to common practice. The experimenters (the authors of this report) applied quite peculiar
descrlp’uve nomenclature to some of these devices.. For the sake of brevity, some system of
naming is necessary, so those designations will be perpetuated, and the derivation of the appella-
tion briefly indicated.

G. P.-F.—These mufflers are shown in figure 2 and described on page 43 of Report No.

10. Four of these were used, two each of the two sizes. All were 5 inches diameter, two were
12 inches long, the other two were 28 inches long. They were made by Geuder, Paeschke &
Frey Co. These are regular stock mufHers. ]

Mazim.—A Maxim silencer for Fords was purchased of a local garace The entrance to
this muffler was only 1.5 inches internal diameter. The tail pipe was 12 inches long, tapering

from 1.5 inches diameter at the muffler to 1 inch diameter at the putlet. It was hardly fair to

use this on a 70 horsepower engine; but the data is of great interest.

Mamjold mufflers.—The name comes from the original idea of pu’r,t.mg several of these

devices in line, end to end, one for each cylinder, the combination to replace the exhaust mani-
fold. However, this manifolding scheme was never thoroughly tried out; the one unit of the
device was used as a muffler, with conventional installation at the end of the manifold. As
originally constructed the inner cylinder did not touch the end plate, so that the exhaust could
escape around the end as well as through the holes of the inner cylinder. The end path could be
blocked by a piece of ashestos board fastened to the end plate. This first manifold mufiler was of
the same general design as shown in figure 16 and figure 17, but with the outer cylinder 6 inches
long instead of 9 inches, and containing only the 3} inch perforated inner tube.

The ‘“Long Manifold Muffler”” was made up of two outer sections of the first manifold

muffler, making an outer cylinder 12 inches long. The inner tube was not perforated and ex-
tended the full length of the muffler, its serrated end touching the far end plate. The exhaust
entered the outer cylinder near one end through the regular tangential entrance of this type of
muffler. The entrance of the second umt was blocked. .The annular space was both spm and



16 ANNUAL REPORT NATIONAL ADVISORY COMMITTEE FOR AEROWAUTICS.”

expansion chamber for the exhaust gases, which escaped into the inner tube only through its
serrated end, at the opposite end of the mufHler from the gas entrance and exit.

Later a ‘“New Manifold Muffler” was built similar to the sections which were first mado,,
but 3 inches longer, and with provision for slipping an extra perforated inner tube of 2} inchos
diameter inside of the regular 33-inch inner cylinder. -This last design of the manifold muffler
is shown in figure 16, with the extra inner tube in place, and in figure 17 assombled and dis-
assembled. The manifold mufflers are developments of the mufller shown in figure 3, pago
47, of Report No. 10. Z

Wire mesh type.—Several of this Lype were built and tried out. Tho general scheme is
shown in figure 4, page 48, of the Réport No. 10. The ides is to gradually increaso the resisi-
ance, and to brcak up the energy, of the exhaust by means of sections filled with fino wire
mesh. The finest mesh was used at the outlet, and the mosh increasing in size toward the enginc

Spiral guide vane.—This scheme consisted of an expansion chamber, with spirals in the
annular outlet passage, instead of the wire mesh. The spirals formed, in offect, a long nozzle.
Various forms of spiral were tried: of constant pitch, or area of passage; with area of passago
growing smaller toward the outlet, forming a sort of converging nozzle, and with the arca of
passage increasing toward the discharge end. The general design of these is based on that of the
Maxim silencer, but there is not the repeated reversal of flow in the spirals.

Whirl chamber mufflers.—So called from their general construction. IFigures 17,18, 19, and20
show the form of these mufflers. The exhaust pipe is flattened from a circular cross section at
the engine to a rectangle at the muffler, giving a contracted nozzlo effect. This rectangular
section is fastened tangentially to the circumference of a ring of considerably larger diameter.
One cover plate for one’side of the ring is a plate dished to give stiffness. The other cover is the
outlet for the gas, and consists of a truncated cone. The exhaust gases onter tho ring tangentially,
swirling around and around inside the ring. As they lose velocity they gradually escape through
the opening between. the dished cover plato and the end of the truncated cone. Four of thesa
mufflers were made, one each with rings 4 inches and 12 inches in diamoter, two with 7-inch
diameter rings. The 4-inch and 12-inch diameter were made with the idea of having one of them
too small and the other too large. The exhaust pipe entering the muffler was contracted from
& 2-inch diameter to a rectangle I1-inch wide, except that one 7-inch ring had a nozzle } inch
wide. The sides of the rectangle had the same total perimeter as thoe circumferonce of a 2-inch
circle. This is a constructional requirement. The width, or depth, of the cylindrical ring was
limited to the length of the rectangular discharge nozzle, plus clearamce necessary in manu-
facture. This makes the rings 4 inches deep with the 1-inch nozzles, and 4} inches with the
3-inch nozzle used on one of the 7-inch whirl chambers. The cover plates were dished about
} inch, this being the maximum obtainable with the local tinsmith. The design called for
i inch. These plates.could be applied with the convex surface in or out as indicated in figure
19. The area of the open end of the truncated cone was the same as that of tho exhaust
pipe, that is, 2 inches diameter. The space between the ond of the truncated cone and the cover
plate was varied from time to time by the various arrangements, some of which are indicalcd
in figure 19. Shallow cones were available as well as the deep ones. With deep -cono, and
cover plate dished inward, the clearance through which the exhaust had to escape was about
} inch. With cover plate dlshed outward the clearanca bacame i‘ mch ’\}\ 1th shallow cone thc.
clearance was 13 inches.

The 7-inch whirl chamber muffler was also tried out with a double cone assembly, one cono
pointed inward and one outward. (Diagram of arrangement in Table VIL.) This assembly
was also’tried with a ‘‘diffuser” plate betweon the two cones. Ouodiffuser was a plate with
about 100 scattered $%-inch holes punched through it. Another diffuser tried with both 7-ineh
and 12-inch whirl chambers had no holes, or very small ones, in the 120° sector first passed by
the entering gas, the next 120° with larger holes, and still iarger holes in last 120°. _

The Duplex whirl chamber myffler consisted of the two 7-inch rings bolted end to end, using
one of the tangential nozzles as entrance, and the other as discharge passage. Tho arrangement
required the reverssl of internal whirling before the gas could get out. Clenerally one or tha
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other of the diffuser plates was placed between the two rings. The I-inch nozzle was used as

entrance in most cases.
Venturi,—A 2-inch pipe Venturi with 3 inch throat was tried, upon the idea of an expand-

ing nozzle to secure an adiabatic drop of pressuré and temperatute of the gas, also, to increase
the velocity of the gas above the veélocity of sound, so as to prevent any sound waves issuing
from inside the manifold. The Venturi was used alone, and in combination W1th the 7-inch

whirl chamber muffler, the Venturi then acting as a d1scharge pipe.

|
;
i

(7 —
P WHIRL CHAMBER MUFFLER
i
;.
P
., Fip.18. :
1 \,\ VARIOUS ASSEMBL LS
} ~ OF WHIRL CHAMBER MUF? FLERS

. Fig. 19
The problem of silencing the exhaust noise from an internal combustion engine is fairly
comparable with the problem of silencing a high velocity rifle, or better, a machine gun. At
the instant that an exhaust valve begins to open, the gases seekmg to escape from the cylinder
have a pressure in the neighborhood of 40 pounds per square inch gauge and temEeratures of the

order of 1,000° F. Where the endeavor is to get maximum power from the engine, these values

are understated. If adiabatic expansion is assumed at the time of release, the initial velocity
of the discharging gas is independent of the pressure into which the gas is escaping, because
the ‘‘critical pressure” is greater than ‘the pressure in the manifold or atmosphere The initial

velocity will be the velocity of sound at the *‘critical”’ pressure and existing temperature of the
gas at this pressure.” This velocity of the exhaust gas is of the order of 1,500 to 2,000 feet per
second——cons1derab1y higher than the velocity of sound through the air. The ﬁrst portion of

the escaping exhaust is practically a slug of gas coming out like a projectile from a gun, with a
veloc1ty greater than that of soynd in air.

It is well recognized that the report of a h1gh-veloc1ty rifle consists-of two sounds. One
sound wave, the ‘‘report,” comes from the muzzle of the gun ariging from the slap of bullet and -

152577—20—No. 55——3
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exhaust gas upon the air adjacent to the muzzle. The other sound, of cracking, ripping quality,
comes from the tearing of the air by a projectile moving with a yelocity in excess of the velocity
of sound. If the bullet is traveling toward the observer, this second sound is heard first. The
slugs of exhaust gas from the open exhausts of an airplane motor are soon dissipated, and do
not travel far as projectiles. While they last, however, there islittle doubt that they contribute
to the quality and emount of exhaust noise from the engine.

If the velocity of the slugs of exhaust gas at the time when they enter the air ean bo reduced
below the velocity of sound in air, the quality of the exhaust sound will be much duller and the
" quantity of noise much less. The most effective way of lowering the velocity of sound in o gas
is to lower its temperature. '

There are two means of accomplishing the cooling of the exhaust gases before thoy reach
the atmosphere. One is by direct cooling, as by water jacketing, The other is by designing
the exhaust passages on the-idea of the nozzles of a single velocity stage steam turbine, so as
to reduce the velocity of the exhaust gases to approach the velocity of sound in air, by cfficient
expansion in the nozzles. This latter method was suggested by Mr. F. C. Mock. (S. A. E.
Bulletin, p. 270, Vol. V, No. 3, Dec., 1913.} It was found that such design of oxhaust ports
apparently increased engine power. However, the reduction of temperature by expanding in
nozzles is limited, if no work is done by the gas. Only the edge of the crack of the noise from
the slug of gas can be.removed by means of expansion. alone. If the exhaust is made to drive
a turbine, then more heat energy will be_abstracted, useful work will be done, and at the same
time the exhaust.velocities will be made uniform and small.

The frequency of the exhaust from a multicylinder, high-speed engine generally is a source
of a humming sound, if in any way the air is made to vibrate with the engine frequency. The
lowest audible note to the human ear is of about 40 beats per second. The exhaust frequency
of a 12-cylinder 4-cycle engine running 1,500 r. p. m. is 150 per second. This will be a low-
toned hum, To this hum an airplane propeller also contributes harmonies which will blend
with the engine hum. _ o o o

Complete muflling, so that the engine will give neither crack, whistle, nor hum of exhaust
noises would involve the smoothing out of the flow of exhaust gases into the atmosphere to a
uniform velocity-below that of sound. This is manifestly impracticable. With a pulsating
flow it might be practicable to keep the maximum velocity of exhaust gas entering the air below
the velocity of sound in the air. The humming noise will then be heard, without the erack or
whistle. o

The groater portion of the exhaust from a eylinder must pass out in this first slug of high
velocity discharge, as the average velocity of the piston on the exhaust stroke is only about 25
feet per seconid. This shows that the actual time required for discharging the major portion
of the exhaust of any one cylinder is quite short compared to the period during which the
exbaust-valve of this'cylinder is open. A whole group of cylinders may be discharging into one
exhaust manifold without interferences, provided the manifold is so designed that-each slug of
exhaust can freely escape down the manifold without check or refiecction. If too many cylinders
exhaust into one manifold, there will be overlap of the scavenging periods, during which two or
more of the various exhaust valves may be open at the same time. This overlap of the scaveng-
ing periods is a minor matter compared to what happens when a slug of exhaust enters some
cylinder through an open exhaust valve directly or by reflection.

An exhaust manifold may reduce the crack of the exhaust by slowing down the initial
velocity of the slugs of gas, and by o limited amount of cooling. The direction in which the
exhaust is pointed is a considerable factor in the noise-heard by observers, the intensity of
sound being much greater in the direction of projection. Long exhaust pipes may somoewhat
increase the muffling effect of a manifold, by added friction and added cooling. However, the
notation on Table VII, based upon the estimates of several observers, would indicate that
muffling eflect of manifold and long smooth exhaust pipe was very slight. Bends, and also
rough interior surfaces, will increase the muffling effect and also the power loss.

Any long pipe may act as does an organ pipe, having a natural period of vibration in sound
waves, This period may happen to coincide with the frequency of the exhaust in such a way



INVESTIGATION OF MUFFLING PROBLEMS. o 19

that exhaust gas will be forced back into some cylinder just before the closing of its cxhaust
valve, entailing an abnormal power loss at & critical speed. Such an effect was noted in the
experimental work, and was referred to in the discussion of Table II. o
As previously stated, the silencing problem, would bs solved if it were feasible to reduce
the velocity of exhaust gases escaping into the air to a uniform velocity, less than the velocity

of sound. Practically, it is possible only to spread out the peak of the discharge, or the “‘slug” T

of exhaust pulse, so that its velocity is reduced toward that of sound. Every slug of exhaust,
not only while in the exhaust system but in the period of issuing from the system, is a potential
source and éxciter of sound waves. The internal vibrations of the system as excited by each
slug, combine their sound with that of the impact of the slug upon the air, and change the
quality of the sound as a whole. Great irregularitios of internal form of the exhaust system
may break up the internal sound waves. The sound-producing qualities of the exhaust slug
are relatively much groater than the sound waves internal in the exhaust system.

A very obvious devige for dissipating the excessive velocity of initial flow of each exhaust
is an expansion chamber. The gas velocity entering the chamber is highly irregular; it is
assumed that the discharge velocity is much more nearly uniform; and the slapping of the
external air by successive exhaust slugs is stopped. This is nearly true if the chamber is
capacious enough. The slapping action takes place as theexhaust enters the expansion chamber,
and sound waves from this point radiate outward, some of them escaping through the tail pipe.

To complete this device as a muffier, the exit of sound waves would have to be prevented, it
being assumed that the capacity of the chamber is sufficient to prevent the slug passing through

as such.
If through the exhaust line there is placed a long series of baffles, each baffle will drag back

a portion of a passing exhaust slug, delaying thig portion with reference to the rémainder, and

thus changing the flow from intermittent to nearly uniform., Mufffing might then be secured

by a sufficient amount of baffling alone. The cost in back pressure and power loss would be
prohibitive, to say nothing of the weight of material necessary for the baffles and general
structure. When bafling structures are used, the highly heated exhaust gases burn out the
internal structure, and carbon deposits and oxide scale choke the baffles. This burning away
of internal parts is a very serious objection to the use of baffles in mufflers for airplane motors.

A combination of expansion chamber and baffles can be made into a very satisfactory

muffler. The smoothing of the pulsations of the exhaust flow is done mainly by the expansion

chamber, and with much less power loss than if it were done by baffles. The bafiles permit the

expansion chamber to be made of moderate dimensions, by helping the smoothing out, of the
flow. Also, if properly designed, they will nearly prevent the escape of sound waves from the =~

expansion chamber by reflection (backward) and dispersion (scattering end interference) of
the sound waves. coming from the initial slap of the slug. o ‘

In order to get the effect of a large expansion chamber without great weight and size, the
manifold muffler type (“whirl chamber”) construction was proposed. The exhaust is brought

tangentially into an annular space between two concentric cylinders. The sTugs of exhaust gas

may coitinue to travel around in this space, bub they can not éscape from this cylinder until

their velocity is sufficiently reduced to reverse or change direction in some way. If, for example,

the gas slug whirls around the chamber 20 times (it was observed to travel around more times
then this upon a single cylinder slow-speed engine) it has had, in effect, the use of an expansion

chamber of & volume 20 times the volume of the annulus. As the gas spins, losing velocity, . -

a continued series of small portions escape, at right angles, into the inner cylinder or discharge

passage. The gas can more readily turn at right angles than réverse itself, so that there is

little chance for a return pulse to the cylinder. In spinning dround and escaping inwards, a

subdivision of the exhaust pulse is made such that the successive small portions enter the atmos-
phere over a comparatively long period of time, making the velocity of the exhaust gas enter- -
ing the air fairly uniform instead of highly intermittent. It is also probable that the initial ~
slap of exhaust entering the whirl chamber of the mufflers is less than if they abruptly entered

a large expansion chamber, because there is relatively a much smaller change of size of passage,

As contrasted with the use of baffles to smooth out the exhaust pulsations, the desired end is
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accomplished in these ‘‘ whirl chamber’” designs (and “mamfold mufliers”) with relatively less
power loss through back pressure.

In the typical “whirl chamber mufflers” all metal parts had one side exposed to the air
in order to have considerable cooling effect upon the exhaust, and also to avoid the danger of
the burning away of the metal. (The success of this cooling is illustrated upon one of the
mufflers tested, which still has upon it a paper label only slightly charred.) In so far as any
cooling of exhaust is secured, the muffling is thereby aided.

A sufficient cooling of the gas will, in itself, silence the exhaust. Such cooling is only
possible in marine practice, where water is sprayed into the exhaust line, and is found eflective.
It may be desirable to place fins for air cooling upon the exhaust manifolds, pipes, and mufilers
of airplanes. A radiator used to cool the exhaust gases for the purposes of silencing may sound
like & humorous suggestion, and yet it may be practical on heavy duty planes.

Before a muffler can be applied to an engine there must be a manifold of some kind to take

the exhaust gases from the engine to the muffler. This manifold is itself a source of power

loss, both through friction of flow, and through the possible interferences already mentioned,
particularly the back flow of exhausts. In the early days of imternal combustion engines,
manifolds were first made by bringing the pipes from the individual cylinders squarely into a
collecting pipe. The right angled turns of this design caused high back pressure and promoted
interferences. To decrease the back pressures (and interferences) the manifolds are now made
with sweeping curves on the discharge pipes of each cylinder, making each individual pipe
have an easy entrance, in the direction of flow, into the common pipe. It is suggested that a
more compact design could be made by analogy with the “whirl chamber mufflers.”” The
individual exhaust pipes might be brought straight out from the cylinders, but with their
center lines so far above or below the center line of the common pipe that the exhausts would
make tangential entrance to the common pipe. This idea is shown in the designs of figures
13, 14, and 15. The change of direction of flow from the individual pipes to the common
pipe can probably be made with back pressures no larger than from the sweeping bends of the
conventional construction, and with the advantage of compactness. The smallness of back
pressures may be inferred from the data at the bottom of Table VI on the resistances of rings
with nozzles only.

Throughout al! the design of manifolds and mufflers there is one item that-must be kept
continually in mind. The sharp pulse of each exhaust is practically & mechenical slap or blow
upon all of the inside surfaces of the metal parts. If these metal parts are made of thin material,
as they must be to save weight, it is necessary to so form them that they are inherently stiff,
incapeble of buckling or drumming. Otherwise they will become transmitters for the exhaust
sound to the adjacent air, with additional noises from the reverberation of the metal itself.
Flat surfaces are to be avoided, and doubly or singly curved surfaces chosen.

The preceding paragraphs have outlined the theory of muffling and associsted problems
as it developed to the authors during and after their experimental work.

Early in the work there arose the question of how the capacity rating of a muffler should
be made. The data of Table IV prec1p1ta.ted this question. The two different sized mulflers

number of the bafling elements in series. The G. P. F. design is given in figure 2 of Report
No. 10. According to the makers.the horsepower capacity to be handled by the 28-inch
mufflers is four times that of the 12 inch. They recommended the 12-inch mufflers for
engines up to 553 cubic. inches displacement, and the 28-inch mufflers for engines up to
138 cubic inches. Yet it was found that on the Curtiss engine, with one mufller handling
4 cylinders, of 251 cubic inches displacement, the 12-inch mufflers gave 2 inches of mercury
back pressure, against 4 inches from the 28-inch mufflers, and if there was any choice as to
silencing a.bﬂlty, the smaller mufflers were the better. It was also found that the 12-inch
G. P. F. muffler failed to silence a 344 by 4 inch Chevrolet automobile motor of about 17

cubic inches displacement. This same 12-inch G. P. F. muffler gave the same back pressure
and better silencing effect when handling all 8 cylinders of the Curtiss engine (Table VIII)
502 cubic inches displacement, that it did when handling only 4 cylinders of the same engine.
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In Table VII the data shows that one of the “manifold mufflers” had this same peculiarity of

improving its silencing, and of not increasing its back pressure when the number of cylinders

handled was changed from 4 to 8. At the same time'some ‘“ whirl chamber mufflers” increased

their back pressure in the ratio of 1 to 13 or 1 to 2 when changed from handling 4 to handlmg )

8 cylinders. If the back pressure of & muffler followed the usual laws controlling the increase
of pressure with quantity passing, the doubling of number of eylinders exhausting into a muffier
should have multiplied the back pressures by-4. The explanation is in part in the design of
the mufflers themselves, and in part due to the peculiarly intermittent flow of the exhaust
gases.

The silencing by the muffler comes in its operation upon the “slugs” of the exhaust gas,
the size and character of which is fixed by the individual cylinders. In so far as the frequency
of impulse (due either to multiplication of the number of cylmders or to the increase of speed)
is concerned, it appears that the more frequent the impulse, the easier it is to silence the exhaust
noise. The power loss, or back pressure, seems to depend upon the form and size of the in-
dividual impulses. Perhaps if the number of cylinders should exceed the present limit (12)
there might be sufficient overlap of instantaneous impulses to require a larger muffler. The

bulk of the exhaust comes at the first opening of the valve, so these pulses are not liable to be
superposed to any appreciable extent. The. cha.racterlstlcs of the individual exhaust pulses

are controlled by volume of cylinder, valve timing, throttle position, ignition timing, and
mixture ratio, all of these affecting the amount of gas and its pressure at the time of opening
the exhaust valve. The speed of an airplane engine is tied with the throttle position bec¢ause
of propeller characteristics, while an automobile engine throttle and speed are independent.

As a matter of fact, it appears that the smaller the ‘mufllers, up to some limit, the better
the silencing. Also the larger the muffler, the less ‘the back pressure, geometric similarity
being assumed. (The 28-inch G. P. F. muffler is not similar to the 12 inch.) The effect of
change .in back pressure is slight. So that the tentative conclusion is reached that, with the
muffer design geometrically fixed, and if the size only is changed, then the smaller the muffler
the better the silencing and all around action, until the power loss exceeds the tolerated value.

It may be remarked that mufflers taking all 8 cylinders of the Curtiss engine receive about
the same frequency and magnitude of impulse as if used on one side, 4 cylinders, of back geared
motors such as the Thomas or Sturtevant.

The effect of size of muffler was noted when using the same mufflers on different engines.
The greater the bark of the exhaust, the hetter was the relative suppression by the same muffler,
The mufflers were more effective in suppressing the bark of the single cylinder farm engine
(514 by 10 inch Ingeco) than on the Curtiss (4 by 5 inches).

The suggestion from the facts mentioned above is that the capac1ty rating of a muffler
probably should not be.based upon the total displacement of the engine, so much as on the
displacement per cylinder.

In reading the discussion which follows concerning the various schemes for silencing the
exhaust which were considered in this work, it should be kept in mind that the experlmenters
had formulated certain requirements and 11m1tat1ons for mufflers in airplane service. The
mamfoldmg and mufflers should not be & source of fire risk from radiant heat. Muffler explosxons
should be made harmless, either. through sufficient strength, or provision of a breaking piece.
Weight of manifolds and mufflers must not be excessive. Any parts so disposed as to cause
head resistance must be made as small as possible and of “stream line’”” form. The power
lost due to back pressure must also be very small, It is desirable, but not essential, that the
muffler be durable, especially with regard to burning out the interior parts. The amount of
silencing required is not great, compared to the usual ideas of muﬂ':lmg devices as exemplified
. on automobiles. ‘The reason for not requmng so effective s11encmg is that there are many
other noises coming from s plane moving through the air. Such noises are the hiss or whistle
of the wires, the beat or drum of the propeller, and the valve-and gear noises from the engine.
It has been assumed in this report that what the experimenters and assistants called a 50 per
cent total silencing of the exhaust noise would be sufficient and satisfactory for airplanes. If
there is more silencing than this, & muffler cut-out may be needed by the pilot to judge the
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engine performance. - Howerver, it was found that 75 per cent silencing was esasily obtained,
so this was soon adopted as a standard.

A common device on planes is a long exhaust pointed upward. This is not & mufller, but
it is somewhat effective in directing the sound away from the ground. Long pipes running
back along the fuselage take the exhaust gas and some of the noise away from the oceupants of
the plane. .If pipes of smooth interior are used, the power loss due to back pressure is relatively
small. In Table VIII it is noted that 12 feet—of 2-inch pipe with one 45° elbow caused a back
pressure of 1 inch of mercury on a Curtiss (8-cylinder OX) engine, resulting in a power loss of .
about seven-tenths of 1 per cent. It is regretted that data on the back pressure due to flexible
metallic exhaust hose was lost; buf the notation made was that 4 feet of the 2-inch flexible hose
gave more back pressure than the 12 feet of standard 2-inch wrought-iron pipe including one
45° elbow.

The first muffler tried out-in this series of tests was a wire mesh muffler shown in figure 4 of
Report No. 10. The muffier type is that of expansion chamber plus baffles, relying largely upon
the baffles for noise suppression. The power loss was slight and the mufiling estimated about
50 per cent. The Weight is 15 pounds, Which is comparatively great. The ﬁat. metal aides
burn out and choke the passages with scale under continuous operation. L‘ven in short opera-
tion the wire gauze began to pack although it did not burn. These prospective troubles, together
with the weight, caused the discarding of this ty pe. '

The variable pitch spiral muffler mentioned in Table V was, as constructed, cumbersome,
Its silencing was estimiated at 50 per cent plus. The constructl.on cmbodied a eylindrical
expansion chamber plus a baffle placed in a concentric annular space. The baflle was made of a
single strip, helically wound around the chamber, making, in effect, a long unobstructed path.
This device is of the same type as a number of commercial mufllers which have already been
more highly developed. Itis subject to the disadvantages of weight, size, and burning out.

A Venturi with throat 0.75 inch diameter and of 2-inch entrance and exit was tried on tho
end of the 2-inch exhaust pipe. The throat size was selected to give a gas velocity greater than
the velocityof sound, in order to prevent the transmission of sound from the engine through the
exhaust pipe. The success was undoubted, as there was no crack. But the velocity of the gas
in the throat set up an unearthly noise all its own. The expanding portion of the Venturi,
instead of serving as a- dwercrmg nozzle, acted as a megaphone. Then the Venturi was fried
with the exhaust first passing through the 7-inch “whirl chamber” muffler, with somewhat
similar results. The Venturi was also rejected.

The Ford Maxim muffler was found to be a very effective silencer when used upon the
Curtiss engine, as well as when used on & Ford automobile. On the Curtiss engine, handling all
8 cylinders, the power loss was rather high compared with some other devices. Considering the
fact that the muffler was built for a small engine (the tail pipe was 1 inch diameter), this is
hardly to be wondered at. The weight-of 12 pounds was prohibitive.

- Throughout the experimental work the G. P. F. 12-inch muffler was used as an arbitrary
standard of muffling qualities. It appears repeatedly in the tables on account of this. While
estimates of noise suppression were attempted in absolute values, the final decision always rested
upon relative performance. The ‘“Remarks” of Tables VIII and IX will illustrate this. The
G. P. F. 12-inch muffler construction, as shown in figure 2 of Report No. 10, is novel. The
haffles, in the form of nozzles, occupy the expansion chamber. The parts are few and simple.
Surfaces are doubly curved, making for inherent stiffness. The peculiar fact was noted that
this muffler worked equally well with either end as entrance, both as to back pressure and
silencing. There is a possibility that the internal parts may act as d1bpera=erb of the sound w aves
by reflection, as well as other ways.

Our attempts to design muﬁiers, especially adapted to airplane use, have followed two
main lines. The “manifold” series of designs use tangential entrance to an annular whirl
chamber, the gases gradually escaping to the central part as they spin. The spin chamber
gives the effect of the conventional expansion chamber with a much smaller volume. The
perforated inner tube replaces the baffles, with less weight and back pressure. The objection
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to the construction is that the inner cylinder may burn out. To avoid this objettion the “whirl -

chamber’’ series was des1gned " The action is essentially the same as’the “manifold”’ type, but
all metal parts are air cooled on one side, and the weight is less. A particular study of the
“whirl chamber” type is given in Tables VI and VII. While making the observations on bark

suppression, using the Ingeco engine (Table VI}, the tests were made with load, at about 100

explosions a minute, and with retarded spark to give a vicious bark. ~ The exhaust was flaming
as it issued from the engine, and gave visual demonstration of the apmnmg action i in the whirl
chamber, and of the gradual emission of gas from the muffler."

) Both “manifold”’-and “whirl chamber’’ types have a peculiarity that may be advan-
tageous. The exhaust is turned at right angles between the entrance and. discharge of the muf-
ﬂer and. with very little back pressure. Roughly, the back pressure is less than when using
an ordinary pipe-fitting elbow. Short tail pipes of diameter equal to the manifolds were tried
upon these types of mufflers, and were found not to affect either silencing or back pressure.
So these mufflers might be placed at the end of a horizontal manifold, and the muffler tail pipe
be carried vertically upward.

The data from the different tables in this report should not be indiscriminately compared.
The manifolding conditions were frequently changed. In Tables VIII and IX the mamfoldmg
arrangements~were the same, apparently, but actually were not constant, The _increasing
vibration of the engine continually shook loose. the packing of the joints of the complicated
exhaust line. Leakmor of the exhaust from the manifolds became noticeable and evidently
serious. Part of the piping was made of flexible metallic hose, from which the asbestos packing
departed. These troubles make it 1mproper to compare the data of Tables VIIT and IX
directly with the other tables, espe01a11y in regard to back pressure. However, the small group
of tests, marked off by themselves in these tables, are correct for relative internal comparisons.
To show how these increasing leaks affected back pressure results, the diagrammatic Table X is
g1ven With the aid of this diagram, applied to the data given in the previous tables, the sum-
ming of results as given in Table XIis derived. Power losses are here inferred from the curve
established in plot 2. . - .

Tt is evident from this table that the “mamfold” type of mufﬂer will give good silencing
with power losses less than 1 per cent and with weights comparing very favorably with any

commercial muffler. If minimum We1ghts are desired, the “whirl chamber” type looks most
promising although its silencihg action is not as good as the manifold type.

In the “mamfold” mufller type the size, shape, location, and total area of the holes in the
inner tube may be varied over a considerable extent. We used a total area of all holes equal
about one-half the area of the exhaust pipe with very good results, and deviations did not, alter
. the action of the muffler to any great extent, although many sma]l holes probably gave better

muffling without corresponding increase of back pressure. The best construction happened io

have no holes opposite the entering gas, 33 holes 14-inch diameter which the gas first passed,
33 holes £5-inch diameter next, and 33 holes 14-inch diameter last, just under the nozzle. We
do not lay particular stress upon the size or location, except they shall not be too big.

Taking all the results as shown in plot 10 into consideration, we have recommended, as a
tentative design for the Liberty 12-cylinder engine, the design shown in figure 21. A variant of
this is given in figure 22.° Both designs may possibly be 1mproved by the addition of cooling
fins. They are supposed to be placed at the end of an exhaust manifold handling the exhaust
fromh either six or twelve cylinders, ‘The length of the muffler is to be parallel to the fuselage.
There is no real attempt to stream line the back end of these mufflers for the stream of escaping

exhaust gas is supposed to perform this function. Also any suction at the back end of the
mufflers due to lack-of stream lining may be worth its cost. In figure 21 is shown a design in.

which air is supposed to pass through the inner tube to some extent, aiding in cooling.

It is possible that very effective silencing could be obtained if the exhaust manifold were .

patterned after the design shown in figure 15, in combination with a muffler.

The completion of the solution of the mufﬁmg problem can only be accomphshod by trials

at fitting manifolds, mufflers, and tail pipes to engines installed in airplanes and in use in actual
flight. _
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TaBre I.—Runs at constant throtile, varying back pressures.

Throttlesef g run the engine a) l1;1};_;1‘0mmately af the power recommended by the maker, 70 B. H. P, at 1,250 r. p. m., with no applied back pros
sure except that due to the manifolds and piping. Table shows changes by applied back pressure. Data of Aug, 24 and

Ohservations. - Resuits, (Bascd on average of observations.)
Back pressure . N Lossof
(mcl;eusr gg mer- Posic | Aver- Asfg:f' Agg]iad Speed P""’ent Brake | brake
Position of ¥ ng&‘:’ tion of a%? back r::f change, csg?ange Percenti True | Brake ?;l)‘ojl;:ﬁgi %h%tt
end outlet readin end | tacho-| pres- gure not cor-| {max. | power | speed { horse- or fa lied
valva, - Jep.m || outlet | meter | sure |, *U0 | rected |r.p.m.| Toss. |(r.p.m.)j power. sxzxare %gok
South | North [FP-Ml valve. [(r.p.m.)(in.mer cury). |(-p-m-)| =100 L%ch) pe
side. | side. oury). Iy perct.) e gute.
Shut 0.75 i 0.75 |1,120 ) : Aug. 24,1916
b ooeneort O e 0 1,120 0.47Q : 1,228 | 64.7| 83.5
Open.......| .30 .45 11,120 pen-.| ., - 0.34 (] (i} 0K 7 . 0
P it I 4 MY~ 7 }Shut.. 1ol .8l . {1,223 8L.7| 83.5 } -
v e MR o 5 1,230 | e7.3] 857
15 « IR, - . o [ + R . . o -
Shut.. L8 | 17 |n125+ ||rshut.s| 1130 1.7L} L2 5| 44| L3 {11233 84.9 } 0.8
5 {1130+ .
3.1 11,125
-5 135+ |llopen.| 1,137 .5 - 1,241 | 676! 85.9 —--
53 D1y iskee] Ti%6| 8351 27 np .968f 2.9 {1,’229 85.7 | 8.3 } Lo ot
.5 1185+
5.1 [1,0854 |
1 hl1004-
5.7 |1,030+ | {Open.. 1,200] .45 L20:| 6n2] 80.5
-4 110953 | (Shut.| 1085 5.57} 5.12 15| .1.36¢ 4-0{1:184 8.7 73.2} 2.3
5.6 [1,085+
1,100+ |
7.8 lLos | '
085 .
.4 1,100
8.3 {075 |lopen.d 1,102 .45 3,208 ! oL6] 80.8
105+ |{SBut.| Lor8| a1 } w8 4| 248} 64 {1:177 5.8 M3 } 3.3
8.3 107 -
4 o -
10.2 {1,030+ I B )
1,005+
10.5 [1,025+ | lopen. 1,102| .45 1,208 6L8| 80.8° .
11001 !lStut.| 1,080 | 10.60 !} o151 72| 6.88) 1834yl 503 70.5'1} 0.3
10.6 [1,030+ - 1.
4 1,105 [
10.0 1,070
5 s |
10.4 1,065 [lopen.] 1us| .55 fr1,oe0] eL2! 831 L
& i [9ReET Doy | wilp ewy stf 4s| P33 8.8, 756 } o7 8
10.5 [1,085 i !
5 1;,‘120 . I i
10.5 1,050 | _ : ]
.5 0120 [filopen.) 1,120] .55 }1022 ! el 1me { 04.7. 83.8 } 101 - _
10.7 1,050+ jfstut..i 1,050 | 1077 ) 1% - A nuT] 584l T34 : _
.5 (1120 _ ¢
7.8 {1,100 . ) -
.5 11254 Flopen.d 1,122 B el m|uw ss{bI| 80 33.7} a1 =
7.9 |Gwe lrshat.] T01| sezff L Satz02) 6L5{ 80.6 -
5 o |l Il -
5.3 10— iy o | :
-5 [5120- Hopen. 118} .55 }osw|  tol | arfLE0| g2l mah
5.6 |LI10— li{Snut. |- 1,108} &.550f S e TR 1200) 625 816 ol
5 11120~ _ i 3
N N I H
4.0 1,115 s i .
-5 0135 flopen.| 1,17 .8\ g4 sj..ms| ar{bEE| &2, BER 4. -
41 {015 [Snut] 115] 415} S 2141217 637! 826 '
.5 1,120 o : NV S ; i
N - 1 i
2.0 {1,115+ t .
- 15 [17120 {llopen.| 1,120 B 1 sl 288 s L3ml Il BI)
2.0 {1,115+ {fShut.| 1,117] 2.05 : - tate) oa1} 826
.5 [1)120 .
8.3 [1,100
4 11,135 )
88 [n1o |lopen.| 1,185 .50 } 83 m| 2| naf L2 @El ) 4
.5 |1.185 l{sSmat..| 1,108| s.80if & -2 4\ 1207| 22| 8.2
8.7 {1 10—
.5 1,135 '
6.6 (1,115 coE M -
-6 I185 | Open. L1B| .58 } 67 ! 202 60 { L2:2| 6n7 ss.o,.} 3.4
7.0 |Uns [(shut.b 15| A & e “OR 1,217 63.8| 328
.5 |10 I IR .
“ho 1,125 | : : )
.5 |10 |lopen.) Lol .53 } 5.5 sl Ll e {1,245 68.3| 86.4 ‘} 2.3
5.9 [1,125 ’sﬁ)ut.. Li25| &.08 g . PN 1,228 65.5] 841 - -
.5 1,140
e R o ;en 1,80 5B - ' 67.9] 88.1
40 iiﬁg |{Shut..| 1,128 o} s 1°L -8 2.6 ‘{ 1,238 8.7 ? L4
.81, N .
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TABLE 1.—Runs at constant throttle, varying back pressures—(}ont{nued.

Observations. - Results.~Based on average of observations.j ™~ 77
(]is;;c}!; prefssur,e' Aver : Percent| . _ {Lossof
ches of mer- - i
N cury). Tagho-|| ,F0sk | Aver- | ege A%é’é{:d Spesd | speed B%kf,- ﬁbrﬁk%
Position of meter || Hon.of a%e back pres- change, change {Percent| True | Brake pounds| due to
end outlet erl end | tacho- [ pres- | FCS mot cor-{ (max. | power | spesd | horse- Lt R
valve. B |epmg) outlet | meter | sure |30, | rected |r.p.m. | “loss. |(r.p.m.)| power. sgmre oD
South | North {(F"P-2H valve. |(r.p.m.)|(in.mer oury), |@-pm.)| =100 igch) il
i side. | side. eury). s peret.) . gure
BBt e | o 1| o '5; . 1,26] e8.4! 865 _ [Ave. 29,1916
. . CX). . D N - 86. it
2.0 | 19 |1}135 [(Shut..| 1,135 Lo |} 10 6] 0.8 ve {159 73| el o
6 | .5 1140+ :
520 %2 1% Nopen 11| .ssh 4 YN PP
. . ou.. . , : .
31 | 2.4 1135 {ifShut..| 1,135 ] 2.92} 2.37 4 .352 1'0{1,239 7.8 85.6} -6
.6 .5 11,135+ ’
43 | 492 (1,135
8 "5 11140
43 | 42 .11,125_ : .
.55 .5 11,135 Open.i.1,137% .54 . 1,241 67.6] 8.9
R R R Skt gosfp sy 1wt a2 DR SRl B3 1s
3.7 1 3.6 jL15 '
ah | 28 015 [lopen..fr, 127 49 ' 1,230 | 65.0( 84.4 :
. X en.. — . t : 5. .
_ B s 0130 |l|Shut. 15 sapl %36 12) nos | s2{piRl 81 Bil s
3.9 | 38 1115 R !
5] .5 1,125
21 &% 10T Nopen .ty 1z 56 Lao| eso| s
. . en.. . %0 ( 5. 4,
7.0 | 6.8 (11054 [i{Shut. 1,107 sl 62| 20f 1w 5.2 {1120_8 62.4 s1.4} 3.0
6 .65 1,125+ i :
9.8 9.6 11,080 . : .
103 | 103 e o 1,100 .57 1,210] 62.7] 8L7
S . H en.. 1, . N . - -
6 | .5 [1)110 - [l{SBut.[tjoss | 10.80 } 0.2 28} 234 6.8 {1:182 S5.4| ol 38 .
10.4 | 10.2 [tos0 |
.85  .55(1)115 _ -

=
NN
=
e
P,
(=150~
[<13

5 11195 Io iz | e ' f1,286| 652| 8.8
) Ton lishat.ioro | 12002 } 11.42 83( 472 | 12915 1'168| 56.3{ 76.1 } w7
850 .55 (1120 | o :

. .45 ]
121 | 108|508+ |l open. N1 125 5o h o ‘12d | cera| sae
(85| 30180 NrShutl1088 | 12.07 fiugl e ca | e Tiss| ses| 783 3

TasLe II,—Runs at varying throtile, back pressure conditions Jized.

Back pressure conlitions fixed, in the sense that the obstructions to the escape of exhaust gas were unchanged through the series of runs
However, the back pressure changed with engine power output due o change of amount of exhaust gas.

End outlet valve alternately open and closed, relieving or applying the back pressure, .

Power output varied by changing the throttle position. These runs correspond to throttling an engine loaded by propeller with the exhaust
escaping through a given manifold and muffler. i .

atz of Aug. 24, 1916, was obtained by foreint (by closing the eni outlet valve) the exhaust to leak through the walls of a 4-foot length of 23

i nohes flexible metallic exhaust hose and the joints.of the connections, i
Data of Aug. 29, 1916, was a similar set up with fewer leaks. c

Observations. ) ' " ‘Results. (Based on average of Fﬁéér\%ﬁii’éﬁéj) e
Back pressure - rore |, : .
{inohes of | Tacho-|| Posi- | Aver- | 45 Appliedl Speed | Breka | 5055 of
Position of | mercury). | meter || tion of ba ¢ | psek | Dack ch%nge o Pert Tru% Brake |M-B-D- £,
end outlet reading}l end | ‘3CN9:{ pres. | Pres- jmovcory cemt  cen sgee horse- {(POURAS (100l
valve, "1 (R. P. ) outlet (%“% sure (ﬁ'ﬁ%r r(eﬁ;t%d c?z%e;ge B ( 3 )P - | power. |  PEE [ per
" | South | North | 'M.). |} valve. » e |(in.mer-| SR I200 (. 2 " . e SQUare | shvare
side. | side. ) M.). (cury). oury). | M.). inch). !gch).
9.8 | 9.5 |1,075 ) e : . Aug 6
55| .45 (U115 [{open..,115 | 0.53 1,217 | 68.8 82.5 ug. 24,191
10.2 | o8 |1o0 ‘}s i | S8 e s ss| wolpin |8 | BAN 62
8 .5 (1115 :
7ol eb 10— lopen.ls,0n 30 1,188 | 2.1 72.2
. N auad 1T = . - .
30| a5 iro4s  ||(Shut.o[Co 3 lpes 2| 408) 118 {15092 81 TR} e
6.90| 6.7 |1,00+ } :
56 | 56 | se-lo o &5 15- 955 | 80.8 50.9
. e en . . 120 . .
15 1| &5 [iskae.l s | 86 }3'43 25 2.8 84 { 928 | 28.3 481 !} 2.8
3.6 | 8.6 | 850 - ; : o
1 o} 345 \Open.] 345 .05 37| 1.9 7.9
95| .21 845 }sﬁ’u W1 sl om 0 0 0 “{ a7l Lo 7oy O
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Tapre IT.—Runs at varying throttles, back pressure conditions ﬁxed’—Céntinuod.

Observetions. _ " Resulfs. (Based on observstions.) B
. - R = i g - - ot L
Back pressure Aver- Lossaf
Ta- ;. | Aver- IApplied} Speed Brake
Position of g’;?c.ff;f, cho- t{;‘l’f& age t?ag:k ggck chgnge Per Per True Brake M.E.P, frﬁk?,
°§‘ ‘“ﬁ L meier | “05% | tacho--| 8T | pres- |motcor cent | cent | speed | porl® l(poundsy el
end gutle . readingll omie, | meter | 2% | sure rected) speed | power (ﬁe.r’. o | per Q"’“‘: s
velve. | couth | North | (B- B |f waive. | B P (i merGn-nerd (I;f P.lchange) loss. | M.), |POWOrigauarg sé:?are
side. | side. | M-: M) Poury, | 00r)- | M) inch). [inch). .
e 4 % 0 530 L 5181 6.9 18.7
. . 1} . X 3
B 0| &m0 Shut..] 530 | 0.5 } 0.51 0 g °{ 518} 6.8 18.6} 0.1
) ’ : Aug. 24,1616
B2 fsr tlo 610 025} 665|104 | 247 . )
. . + en . . - 5] . .
Gl 0| st onee See ] Y om) e8| os | s BBIIE | L) es
. . 5
4 .3 1,075
gz | 88 108
a8 | vt % llopen iz | 0.0 ; Lo} 684 | 822
bl 1130 She s | 9.8 [f oM| 4| 396 114 {bis| &1 | Ba) oo
.7 .6 11,135
10.5 | 1002 |1080+ -
12.‘115 g x,gg o 122 s 1,126 | e5.2] 8.8 Aug. 25,1016 )
. 255 11 en .1, 1224 | . . . .
i | o i:%g (Shut. .| 1,070 | 12,0 Pu 4| R 40T 184 {ﬂm 23l B3 re
. .55 [1)
87 | 871 o5
sig 3'25 Lo o 1,073 | .33 1,17t | 56.8] 76.5
. pel .. . 78. o
3 gl mom st il sl |} s | rar| w3 {piR| B3| B3 } 1.7
35| .35 [1,0%0 .
€5 a2 :5n Mo 08| .20 1,000 457] ca2
A . an . . p A
JB | g2 oo llfstat. ]| es5| o5s }sos| e ;o0 1m0 {10 50 R34 v S
2 218 o g0 | .10 ga9| 28.3] 40.2
« pen . . . . .
04 | &4 | &0 (Shut..| 830 435 } 4.25 0| 3.4 “"1{ 906 |- 26.3 45.3} 3.4
1o & Mo 694 .08 . ' 758 | 15.4) 821
. en . - 7 N .
LB a0 R W c% e | 1| ss { By e i) v
Bt Ho L15| .60 L,244] 681 86.4
. en . . N
12,1 1,085 [lfShut..| 1,086 | 12.07 bugr| sl 4 136k is6| 590 784 } 6.0
‘5 Lo | . ) N ) e —

TaprLe II1.—Run with and without wire mesh muffler, varying throttle position, other conditions unchanged.

[RunsofAug.iiQ_,wa.']‘_ ) o e e e e s
Back pressure *
(inches of mercury).
Average
Tacho-
back True Brake
Qutlet conditions. Bouth | worth r?;%gg ressure s%eod horse-
side o] side (R.P.MS. tn. mer- (R.P.M.){ power.
“‘}‘;&1‘5 (nearest | oury).
outlet). outlet).
[ 0.02 0.02 730 0.02 797 179
| E ml e el i A
H . . . . , 36.
Mufier i ition beyond quick-opening valve ......ccaceecnccneccncsscereceanea .10 .20 1,020 .15 1,113 48.8
uffierin position beyond quick-opening va .30 35| 1'100— | .32 1,108 80.§
45 45 1,140 .45 1,244 68.1
75 .65 1,170 .70 1,276 73.4
Bl .p| Hor| o3| 8| 189
Without mUFIer. 2. cavereaeesess e seenni et e n e e neteaans o o T Lo B
! . L3017 1,080 215 1,100 59.6
f 40 45| 1,145 425 1,250 69.1
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Tasrz 1V.—G. P. F. Mufiers; Throttle Varied.

Mufflers placed one on the end of each straight exhaust manifold for each block of four cylinders of the Curtiss engine, One pair of the 28-inch
long mufilers tested first, then the pair of 12-inch long mufflers were used.

[Sept. 8, 1916.] .
TWO 28-INCH @, P. F. MUFFLERS.

Observations, . Results.
. Back pressure . | Aver- | Back | Speed o -
(inches of mercury). Aver- | “age | Dres- |change| E°r | Per . Brake | Loss of
Throt- Tagcho- age | back | sure [dueto| Cmt [ eent | g, .|M. E.D.| brake i
tle | Muffler meter || MUffler i yoho. | pres- | due fo | muffler] SPeed | power | crooq | Brake (pounds|d. E.P )
P‘ziiﬁgn ' T reading °§ﬂ°r meter | sure |muffler|(R. P. "gﬁé‘%ﬁ‘ 'djl%s?-o (E P. %8553; r | dusto : -
Qo . Sg(\lith Ns%gh (R.P.M.). (Ilef )P r(xigi- ngglx_._ nolflc'or- mut- | mul M.). - s.qugre nﬂluf-
side. . D Ine fler. fer. inch). or,
eury). | ewry). [rected). _
0.0 o]l 8 :
R 0.06| 850 $50 | 0.01 }0 68 N olff 98| 33| 41 0
) ol 860 850 | .64 |06 ) : 928 | 283| 481 }
7 66| 850 : -
0 0 970 ¢
1 1L50[ 980 97y | .02 ' 1,008 | 42.8| es.4y
05 05| o7s o728 | 1.5 }1'475 5| o.;iz) L5 {1ioao 21| 827 } 0.7
15 975 ) -
0 0| 1,160 : :
4.0 40 | 1140 |lofm.... L1623 | o ; 1,28 72.1| 88.7
v 0| 10165 }On ...... 11363 | 4.0 }4'0 L W2 - 66N T0| 67.4] 858 } 3.9
4.0 40 | 1,130+ v
- - e
TWO 12-INCE G. P. F. MUFFLERS,
0 9| 850
0.25 0.25| &5 Ilom..... 855 . o 933! 28.8] 486
0 S| &e (romnuul SRl oo8f o2 0 0 0N es3] 28| 486 0
95 25| 85 . | . ) )
.05 0] o080+ ’ ' ) ’ ’ - o e
.55 55| 980+ o e 0 L,071 | 43.4| edo0 ‘ :
0 o| 930+ 982 | 0.5 } -85 0 0 OR1om| 44| ceo } 0
55 55| 980+ . T
0 o| 1,150+ , .
1.6 2.1 | 1,150— i| of...... 1,149 0 1,25¢ | 60.8| 87.7
0 o| 115 Ifonlllll Tie] Lo Lo 6} 0.5221 L5 {1:247 el Hal} oo
L7 2.1 | 1,135+ - :

1 Position for 75 H. P, as used in Table I.

TABLE V.— Muffler tests on marine type, 4-cylinder two-cycle engine.
B.H. P, ofengine on these testsabout 25. Exhaust noise about that of a 75 H. P, 8-cylinder 4-cycle airplane engine when exhaust ‘was open.

. Back pressure (inches N
mereury). .
Mufiter. ! — (R§ eeﬁ) Remarks. .
: ; Due to ' R : ' The
With. Wxthout.l muffler, _ i _ . _ ) - -
Variable piteh spiral.ceeeveeciercennns.. 1.0x 0.75% 0.25 ]1,050-1,200 | Noise over one-half stopped; exhaust still cracks a little.
o Back pressure very small; weight of muffier large,
One unit, “manifold mufier,”! end 1.30 .80 .50 1,200 | Deadens sound more than spiral did,
blcl)ickgd; gas goes around end of inside ) .
cylinder, . . - . - : . P
Onse7 unit, “manifold muffier,”! end |..eecmuencfeenenannn. .30 1,230 | Muffler at end of long pipe through window to outdoors. o
hlocked; gas goes around end of inside ' —_— . Longer manifold before muffier may lower back tpressum
cylinder. , e of muffler, but adds back pressure of its own that may be
. : worse, :
Two units of manifold mufiler connected jueeuiereoafeeanenenns 50 " 1,225 | Back pressure same from either part of double set-up, show-
as designed. i - ing that It makeslittle difference whether gas goes around
end of cylinder or not, Observed noise from distance of
B one-fourth mile, in direction to which open exhaust :
- B pointed, Noise strong when muffier was off, very like _
' an airplane passing close overhead. Noise practically, -
o butnot quite,inaudible withmufileron. Onecould notice
fher? ‘st an engine somewhere, but the noise would not .
. locate it. T

1 Weight of one unit of “manifold muffer’ about 4 pbunds.
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TasLE VI.

Muffier tests on Curtiss OX &cylinder, 4 by § inch motor, usin%whjtl chamber mufflers. A check run on mantfold muffier,
" I*fi%tdes on ibility of muffers to silence the crack of the exhaust taken on Ingeco single 5.5 by 10 inch cyllnder farm engine, loaded and with
retarded spark.

. [Apr. 10, 1917.)
Back pressure .
Muffler set-up, for all 8 eylinders. . (inches mer- Per ~
cury). : eent Cmckorba.rksuipprwsiononl‘n 0coT "_' -
Tacho-; Back ower general silencing ability; end re-
. Muffier off mefer 4 True | pres- [ loss, mearks. (Fractions are reduction
Diam- or oL read- |} speed | sure | from of nolse, averages of estimates by 2
eter of Position ‘Width . ing l(r.p.m.)} dueto{ B.P. ormoreobservars, Skejchesshow
whirl | Position of cover of Souih | North |(r.p.am.) mufller, power cross section of whirl chamber
cham- | of cone. Iate nozzle side. | side. loss arrangements.)
her ri: plate. | dnches). gurves.
(inches). [ 4. ;
0.5 | o10lL,10 -
12| ... £ O 1 1.6 | 1B jL140 :} 1,245{ 1.2 | 1.0 }§+ofcrack. _ __
1.6 14 L0 | - =
.5 .1 11,130 b . -
7| Mevenenena] Meveiannnn 1 1.8 1.7 {1,130 1,241 1.5 1.2 | .
. 1.9 1.8 i1,130 :
Offccennnns .3 0" {1,110
A N ¢ T .5 [{Q--eeees 15| Yes'DHS Jfroe| ve! 13 (%
05
.05 -
4in In -0511 20t 1Bs| 1250
PRSP I § : P, 05 , . . &
6
]
12 Mo....... OUf....... ;}1,245 ros| .85 ({T
7/ IMeccecnen Out....... .+ 1,235 L.10 .90} 3.
7} Iuvennnens] OUbeeaeend L245] 1.450 1.15] §4-.
4| Mueeanned Qut..en..- } L23] 1o .83} §—,orless.
1,120 .
| e
.3 .2 {1,130
12| Out......J Out...... . 1 135! 110 1;130 I 1,235 | —1.0 .8 3.
4 05 1,110
7| Out....... Out.......f 1 3| Lr|Uno | L) -Lo 8 |4
i
7| out....... Out....... 5 MANRTR i La00| 146) 215 4 goodmufting, o
4| Out.......} Out....... 1 1'35 :% i’:i‘% ]{ 1,201 5 .63 { Barks and whistles; bad.
12| Removed .| Removed.| 1 ol B E}l,m a5 a2
7| Removed | Removed.| 1 o RN Byor) as] a2
Off......:. 5 .05 11,000
7} Removed.] Removed. 8 Rom. oot s ‘35 1;090 1,190 .27 .23
Off........ .45 .05 {1,050
4 { Removed .| Removed. 1 On.oemnl’) 50 30 1:050 1,147 .15 .12
" v .
8 -1 L1404 F ] .
Manifold muffer, one unit, as designed i:35 %:‘1)0 1:140"' t i:g{; 1:% I :gg &ood ruffling.
.5 ¢ [i,110 —-
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TasLg VII.

Tests of mufflers, continuing the investigations of capacity. First half of tests, mufflers takin, exh;a.ust ffom all 8 eylinders of Curtiss OX enging
Second half of tests, muffers ta sing exhaust from only 1 clocl¥, 4 cylinders, north side of engine. gI.‘hrottle position Noys. gine ) : o te e
. [Apr. 21, 1917.) : . o . U

ONE MUFFLER ON 8 CYLINDERS.

Muffler and set-up, specifications of Back prossure (1nc]_:e§ of mercury)._ ,53%512"{,'5 tf.%g(;n 1%1; Back )
whirl-chamber mufflers, Muffler off, Muffler on, riie R. P. M.). | pressure | Remarks; sketches of whirl,
. - - due to chamber sections.
dlla?gégter. Cone. | Cover. 1\‘3'10&:1119 South. | North. | South. | North. Oft. on; | mufller. )
12 1| o10?| o.0s] 0 160 14| Lol LION 4, '
12 S ) 0l L85 4| 10| 115 1.2
7 1 .40 .05 1.5 1.3 1,160 1,160 9
4| In, 1 _.4b .10 1.3 1.1 1,160 1,155 .65
Manifold muMler..ceeceecencccncenracss .4 .1 1.0 .8 1,160 1,150 o
ONE MUFFLER ON 4 CYLINDERS.
12| m.......| Ous..... 1 eeeeeenns 20,05 [erennnnns 06| 110 Luo| 0.5 ;
7 | Shatlow | Out..... 3 IO 1 T O 1,10 1,140 .85 | Shallow cone
cone in. . : 4o failstomuf-
: fle Ingeco=
% off bark,
4} In...... out..... 1 eveeennns 05 beenennens g nuel e .65
Manifold MUMler....eoeeeeeaenaferascaneelineninens 05 feeenrenane -7t L0l 10 s
= . In 9cornlxuf-
1 : - . el ing fair=
Shﬁllg‘f. . - 3+ 1ditﬁm-
A EEm ous.... I 05 feenennnen. Lo 1,i50| 1,150 .05 |{ Sheetmet-
Diffuser : al perfora-
late be- v ' tod Tt
eyl _ about 100~
. . - $-inch
holes,

- Tapre VIIL—Tests of mufling qualitics.

Exhaust carried outdoors by gonnecting to the end of cross manifold two 6-foot lengths of 2-inch standard wrought-iron pipe, joined bty a
45—1%311 ca%'girgﬁ ell. _’%{his R‘ipescaused 1inch of mereury back pressiire, additional, on the engine, but did not silence the exhaust nolses. Curtiss
[S e, rottle position No. 8.

i The values of xlx)oise suppression were obtained from the collaborated estimates of & number of observers. Ol stationed in & direct line with
the end of the exhaust pipe. Another at right angles to the line of the pxpef in the plane of the muffier. Another at the end of the pipe ehanguég
mufflers, and perhaps others scattered around. e first two were generally about 50 feet away from mufiler, but other distances were also used - ' ) R
when muffling qualities of two devices were nearly the same. R

-APR. 21, 1917,
Back re (inches mer . - o .
pressure (inches mercury) Tachometer | Back™ . .
- Coaormar | Zhee | Romarks, estimated bark i T
- 092 for true | sure emarks, estimated bark suppression
Muffler and description, Mufler off. Muffler on. R.D.M.). | due 1}0 ih fraction or per cegt. g
: f muf-
South. | North. | South. | North.| OF. | om. | 2% L .
M_anifol% m}z?er, inside eylinder not touch- 0.8 0.7 1.5 14 Joeaeuene 1,150 | 0.7 %; steady swish, no crack. T
end pilate. S ’ . )
12-1fngch whirl, cone in, cover out............ 1.0 .8 1.6 1.3 »55° | %; steady swish, less hum than manifold.
7byl inch wﬁirl, shallow cone in, deep cons 1.2 .8 L8 1.7 (] §; sharper crack.
out, no diffuser, . ..
4-inch. whirl, cone in, cover ottt. . .-eervannan 1.2 Lo |. 1.5 1.5 4 4 very distinet crack, ' i
Manifold muffier, end of inner tube closed, 1.2 1.0 1.9 1.7 N4 g; can distinguish separate exhausts. T
gx.'gu?st e&;ca:pes gslly through holes in the .8 .6 1.4 L5 75 ; swish of explosions, hums steadily.
ube (as designed). . .
12-inch whirl, cone out, cover out......... oLl .9 1.5 1.4 ] 2; more exhaust noise.
7 by 1 inch whirl, deep cone out, cover out..| 1.2 .9 1.8 1.6 .05 g; still more noise.
Manifold muffler, same aslast.....cccennnn. 1.2 1.0 1.9 1.7 W7 -+, the loud cylinders scarcely audible. )
MAY 12,1917,
Manifold muffier, tube end closed........... 0.9 0.8 1.6 1.6 [ 1,170 | 1,170 { 0.75 80 per cent, light swish and hum.,
@, P, F,12dnch. . o oeecenereiaaaazaanaaacen. L1 10 3.2 8.0 11,170 11,185 | 2.05 | 80 per cent+; sharp swish.
7 by 1inch whi.gl, venturi substituted for 1.2 1.0 2.0 1.8 {1,170 | 1,170 8 50 per cent; metallic bark.
. __cone, cover out. ) K . ) Y . I
Manifold muffer, tubs end closed........... L1 .8 1.85 L7 | 1,140 | 1,140 8 iy S
G P. B 120CR, -« v seroeeemmnnns tos) w0 | 29 | 27 |Liss [nis0 juy || The differen character of sonnd from G.
Manlfold muffler, as last... 1.05 .8 17 1.45 | 1,120 | 1,180 6 Both ars successiul dloacers, oo mpate.
G. P. F. 12dnch........ 1.25| 1.0 | 295 2.6 |1,130+] 1,130—| 1.8 © successiul stlencers.
Venturi (only)......... 1.25 1.0 1.6 1.55 | 1,130 | 1,130 5 -+ | Unearthly howl; loud shriek.
Manifold muffler, as last .2 1.0 1.8 1.6 | 1,145 | 1,145 .6
Shell ofl manifold muffier, inner tube re- 1.2 1.0 1.9 1.6 | 1,145 | 1,145 .65 Roars and whistles,
moved. - . -
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TaBrE VIII.—Tests of mufling gualities—Continued.
MAY 14, 1017,

Back pressure (inches mereury). :
: Tachometer
oLy | o
Mufller and description. Mufiler off. Muffler on. R.P.M.). dﬁfg‘ Remarks, o o
muf-
fler. . -
South. | North. | South. | North.| Of"| On.
Duplex whirl, 1-inch entering nozzle. ....... 0.9 |. 0.7 1.4 L3 1o} L,110
- 1.3 I.1 el Ly 11G (Lg
Manifold muffler, regular. . 1.6 1.3 ~f 1,1307T .6 —
Duplg:owhu'l, inch enter :IL? {'é 1,100 %’ %(llg 8 General concluslons fron fests of May 4
Manifold muffler, reguiar vs | X7 | pioe| 1100 33 aftor repeated trials, wore that the
Duplex whirl, +-inch entering nozzle. 1.8 L7 1,11¢1 1,110 .60 Duplex is sllghtlg the better sllencer
Manifold muifler, regular. . ..... 1.9 LT | 1,105 1,100 .65 than the manifeld; both very good.
Manifold muffler, regular.......... L8 fecacnes 11,100 } 11,100 | .G
Daplex, whirl l-inch entering nozzle. Lg J........ 11,100 | 11,100 [ .6
Duplex whirl, 3-inch entering nozzle. L8 lcicaaes 11,100 | 1,100 ! .6
Manifold, muiffer, regular. . ......c.eeeeennns e [l 1,100 | 1,100 | .6
MAY 16,1917,
Duplex Whirl. . e viiieiommriinincennaas 1.0 0.75 1.6 1.4 1,125} 1,125 0.85
Long manifold muffier.. . 1.1 .95 1.6 1.3 1,180 | 1,125} 0.4 Dug(l)ex whir] and long manifold mufMer
Duplex whirl........... 1.2 1.0 1.7 1.5 1,125 1,125 .5 sbout equal in sflencing; both goad,
Long manifold muffer.......cccccveunennen 1.2 1.0 L6 1.6 1,125 ] 1,120 .5 .
1 About.

TaBLe IX.—Tests of muffling qualities.

Various mufflers used. Otherwise apparatus same as that deseribed in Table VIII. Tests mada May 19 and 25, 1617, on Curtiss engine
Tests on Ingeco engine for bark suppression mede on May 25, are shown in “Remarks.”

Adam C. Davis, jr., C. A. Plerce, G. M. Rogers, H. Diederichs, V. R, Qage, G. B. Upton, and Birton N. Wilson individually mads notes, and
afterwards collectively mede the final decision on tne sileneing qualities of the various devices.

MAY 19, 1917.

Baek pressure . ’
{inches mereury). Tachometer. ! T
_ {multiply ]{Y Back . . - s
1,092 for truie pressurel i Weight
Muffier and deseription. Muffer off, Muffier on, R.E.M). [dneto Remarks, (pounds).
. imufller,
South. | North. | South, | North.| oft. | On. ' : =
Duplex whirl,uniformly perforetedy} 1.0 0.8| 4] 12{ y0m Lol . .. o o
diffuser, 25 hefore +.....-.c...eus 12] 1.0 1.2, 1.3} 1,060 [1,060 0.35 || These 3 mufflers all good silencers, .0
Long manifold muffier... 1.3 I N I ‘L3¢ 1,080 [1,060 3 G. P. T, judged best In respoect to £.3—
G, P. F.1%Mmch.......... 1.2 1.0 3.8 ‘2.8 1,080 [1,060 .70 {| noise suppression. .3
G.P.F.12dnch.. ... il 29| 28| 1,065}........f L75 .
12-inch whirl....cocieiiiinvanes P L3 1.0 1.5 1.4{ 1,060 1,060 .3 | 8light roar, perbaps due to the light 3.4
. PRt B materizl used in construction, .
Manliold muffer, regular. .......... 9 . 15| 12| 1,080 [1,080 .5_| Second best on swish; third onhum..| 4.6
Dug!ax whirl, graduated diffuser... 1.1 .8 1.4 1.2 | 1,060 |1,055 .35 | Eirst best on swish; second on hum... 3.0
G. P.F.inch..c.ooomviianann L1 . 2.2 2,0 1,045 |1,040 1.2 | Third best onswish; first onhum,..... 4.8
MOK T .o eeeneeeenone —f Ll 2.9 28] 101,10 | L9 [ Ofthese3, Maximjudged bostsflencer, [ 12.0 )
G. P, F, igfnen. .02 000 . 11 g| 23| 20} Ui% e 12 1} manifold momer x{degxt, and Q. P, F. 4.3
Manifold muffler, rogular. 1.1 1.5 13| 1,120 1, 45 last; all very good. £.6
MAY 25, 1917.
New manifold, double inner tube.. 0.4 | New manifold mnffier is much better 7.2
G, P.F. 124000 coocenenreannnnns . 1.0 !f" silencer than G. P, . } 4.3
4 mgmirold b%ﬂis mﬁre wlblwult
second Inner tube. Now oquals
New %"’i‘f{&h 35 G P.F.avs siloncer. ‘A chort tafl 52
MaAdad . pipeonnew manifold muffier does not *
. change back pressure or silencing.

uﬂ(i)exgngeco engine the new manifold muffier with two perforated inner tubes is easily better than G, P, F, 12-inch or the duplex whirl chamber
n .
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TasLE X.—Showing how the back pressure due to any one muffler apparently decreased. as time passed. This effect 1s due
to increasing leakage in the exhaust piping system.

=G, P, F. 12" Muffler. L=¢ZLong Manifold.” 12=¢“Whir] Chamber,” 12", .
M= ‘Manilold Muffler”’ (vegular). D=s“Duplex Whirl Chamber.” 7= ¢ Whirl Chamber,” 7' x 1"/,
g
X4
§ G G
g G
g 4]
Y
L ® 7@ GG
197 s - G
° M 7 G
4
3 M 7M M
2 .. % 2 Mo 0
E 45 L M
Q 0,12
5 L
S
N
’ Sept8. Auvg2d Aprll Aprel/ Mayle Moy Mayl6 MoylS May 25
Time of tests. .
Tasre XI.—Summary of results.
rbm&tiﬁ:s, g-cylinder,
70-horsepower. Noise
Welght Siost estl-
elg. - sior esti-| &+ :
Muffler. - (pounds). pzpegsctlfre Power Eaf)%? Silencing qualities.
inches | loss (per :
gf mer- | centy, | cembk
eury).
[T 3 N D5 1. DR RPR PRSP S P P P P 4.3 2.0 1.6 75 | Very good.
G. P, F.,28INCN . ccaiciicnscrncmcasesteceasnssnscanasscscnarasrcmscsssncsccsvenscsfancensnans 4.0 3.2 40-70 | Qood minus,
Maxim éi‘ord) .. 2.0 3.8 2.9 . 75-80 | Very good pius.
Manifold type... . .8 w7 . 75 | Very good.
Long manifold.. .7 [ T PO | Verygood.
New manifold: . ) -
2 INNer TDeS. cecrnanemceeeciscamanaecsiaanesoranencaaccasnarcnsne eeemesenannn 7.2 .8 7 75-80 | Very good plus.
1 DDA BUDB. s eeevrmrracascnanceomcccacnonesscnonnsmnossassesnssmnassassoasosans 5.9 .8 T 75 | Very good.
Whirl chamber type: . . - i i
4-inch....... . 1.2 T .8 30-40 | Fair minus.
7 by i inch . Lg| L0 .8 50-60 | Fair plus.
7 by 1 incl . L7 .8 7 50 | Fair plus.
bR T TP PSR S 3.4 .8— .6— 50-70 | Fair plus.
DUpleX..ueecnorasccesasannnene . . .- 8.0 .8 .7 GQood plus.
Wihremesh.eenerencecaenarancaneceascvansane . 15.0 .
Flexihle m 11 1.
Curtiss stock manifold; 2 required..ececeecencene- 255 |.

1 Per foot of length.

APPENDIX A.
FAN DYNAMOMETER DESIGN AND CALIBRATION.

Because of its flexibility and inherent regulation, due to torque varying as square of speed,
and similarity to & propeller, the dynamometer chosen was the fan type. The general scheme
of design is shown in figure 23. The resistance plates PP are of Tobin bronze plate 5 inch
thick. The length, @, of each plate parallel to the shaft is 14 inches. The radial width, b, of
each plate is 10 inches. The plates are fastened to the steel arm, A, which revolves edgewise,
by two angle irons riveted on the back of each plate, and bolted to the arm A. A series of
evenly spaced holes in each end of arm 4 malkes it possible to clamp the plates PP at any desired
distances from the center, making the outside diameters of the plates, D,, adjustable.

The fan shaft is mounted in ball bearings, which are supported by a framework built up
of steel angle shapes. - This frame is extended, as may be seen in the photograph, figure 1 of the
main body of this report, to carry a rectangular box safety housing of wire mesh screen around
the fan,
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The design is copied in detail, both as to fan and framework, from a fan dynamometer at
the A. C. A, testing laboratory in New York City, which in turn was built after the *“ Franklin”’
dynamometer. In each case the fan dynamometer of this design was tested out by driving
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from an engine or motor mounted on a cradle, and the calibration curves so obtained were
available to us and used for our machine, as developed in the following analysis:

To check the accuracy of these calibrations we used the general formula for fan dynamom-
eters, worked out by the White & Poppe Automobile Co., in England, and published in
Automobile Engineer, August, 1910. The formula is quoted in the book on Dynamometers,

by F. J. Jervis-Smith, on page 117. It is _
AP a? 2 N®
T 4.01X10%

in which a is the side dimension of a square plate, replacing the @ and b of figure 23; R-=D—59 of

figure 23; and N=r. p. m. Dimensions were in centimeters in getting the constant 4.01 x 10%
above. We may generalize the formula into .

abD S N¥
HP =g g 01 % 10
for dimensions in centimeters, or

2.54%abD 2 N®

HP=8X4.01 X 10%
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for dimensions in inches. This reduces to
HP=3.43% 10—15><abD & X As
The formula is stated by White & Poppe to be valid only if there is no interference with in or

out flow of air around the fan. If there is such 1nterference and less air is handled the power is ]

decreased below that given by the formula.
Taking the formula as
HP= KX 10-%xabDsN®,

we checked over the available calibrations of our dynamometer design by finding ’ohe values of

K for different settings of Dy, and trying to account for variations by the expected lnterferencos'_

with air flow.

K= HP X 10% - ;
“abDSEN®
Tasrs XIL—S. A. E. or Pranklin calibrations, 10 by =~ TasiLs XIIL.—A. C. A. calibration ( Chase), 10 by
14 inch plates. ) 14 inch ptates.
Settin : " Mean Setting ' Mean
o g N -HP K s o N HP K %
- 56 800 | 17.0 3.20 80 - 600 | 197 | 3.00
56 800 | 390 | 319"y 315 £0 400 | 8.0 | 310 |f 804
50 800 . 30.7 3.43 ! 3.49 ’ 50 700 20.4 8.40 3.4l
50 1,000 60.0 3.4 'y 2 " 50 500 7.5 3.43 -
6 800 23.5 3.87 N 5ag 42 800 | 17.8 3.35 3.4
46 1,000 45.7 3.8 If > i 800 7.9 3.53 -
42 1,000 35.5 342 1 440 38 900 { 18.1 3.23 3.3
42 1,200 61.5 3.42 . 38 600 5.8 3.49 3.
38 1,000 25.0 3.26 3.98 - -34 1,100 | 22.9 3. §3 $.20
38 1,400, 69.5 3.29 . - 2 700 6.3 3.5¢ .
36 1,000 20.7 3.17 3.15 : 33, 1,100 | 20.8 | 311 3.13
38 1,400 56.2 3.14 lf ¢ . 83 800 | 8.2 3.18 .
34 1,200 30.0 3.15 3.15 _ 32 1,200 | 24.1 3.04 .04
3¢ 1,600 70.7 3.1¢4 : : 32 800 7.1 2.03 .
32 1,200 25.0 3.15 3.14 . 30 1,300 24.5 2.85 2.06
30 1 -+ . ; . .
80 1,50 | 705 3.19 3.13. 28 1,000 4 | 2am 2.82
R 26 1,800 | 271 2.69 9.7 -
. 26 1,100 8.8 2.63 . <87
N N I ___é_’_"ZL’V”W Value (or K,jfon i free|Air— — 1 4
3 : 3%
4 o \ ,
. : ™~
// .1 N
32 > - AN 32
i A - I \\
Y
. ( \
NV 0
y /
S
[ / FAN CALIBRATION DATA ]
g 28 A Palnrs [} r‘ramA CA. orfﬁa:eca//braﬂan 28
3 8 + S.AE, « Franklin
. S Bcfh Wl'fh /0"x /8" Plates.
d
26 L H3
28 7] .Js' . > pr] 72 5% i

Plot No. 2% . Qutside Diarmererof for Blades, Do, /rrches.

The relation of the K values to D,, and of the two calibrations to each other, are shown in

plot 24. The A. C. A. or Chase calibration seems probably the better, being notably more con- -

sistent internally. This may, however, be due to smoothing out of data by Chase, by cross-
falrmg methods. Low values of K for small values of D, are due to interference with intake

air by the shielding framework around the fan; small values of K at large values of D, are due -

to interference of the floor and ends of framework with discharge air, y
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With given plate size and setting of D,, we fix values of ¢, 3, and D, of the formula HP=
Ex10-5ghD 2N, and K is also fixed by the setting, so that the formula becomes for any one
setting HP = const: ant X V5, Pmkmg values of K from plot 24 for the 10 by 14 inch plates,
assuming the curve sketched in along the Chase points as correct, we have:

Tasre XIV.

Dy K Constant=(EX10-BX10X14X D).

26 2.67 6. 5610

28 2.82 8.66  °
.30 2.98 11.2

32 3.08 14.1

34 3.19 17.6

36 3.26 21.3

38 3.32 25.5.

40 3.38 30.2

& 3.41 5.4

i 3.42 40.8

46 3.42 46.6

48 3.42 52.9

50 3.41 59.6

52 3.37 66.2

54 3.81 72.8 .

56 3.23 79.3

58 3.15 85,9~

60 3.04 91.8)(10-'

The ‘‘constant” gives the H.P. at 1,000 r.p.m. for each sefting. The setting used through-
out the muffler tests on the Curtzss engme was W‘lth D =42 inches, copstant=35.4 ILD. at
1,000 r.p.m.

APPENDIX B.

TESTS OF AUTOMOBILE ENGINE MUFFLERS AT UNIVERSITY OF MICHIGAN.,
[Reported in Horseless A ge, May, 1915.]

These tests were made on a stock Hudson 6-cylinder motor of 414-inch bore by 514-inch
stroke. For the purposes for which we would like to use the data the method of test was unfor-
tunate. Runs were made through the range of throttle positions and speeds without a mufller,
followed by similar sets of runs with the muffler tested. Back pressures were read with the
mufflers. Power losses were inferred by comparison of the runs with and without the mufilers.
As these runs were somewhat separated in time, power changes due to changoes in carburetion,
lubrication, ignition, etc., can not be sorted out from power changes due to the mufflers alone.
The mufflers tested were commercial designs, five in number.

From the data we have sorted out parts from results on three of the mufflers (those found
best as silencers), tabulating and plotting their results for our own information. The data
are given in Table XV herewith. Inspection of the teble, which may be taken to ropresent
the state of the art of muﬁ‘hng at the date of 1915, shows how well grounded was the fear that
the muffling of airplane engines would be accompamed with prohibitive loss of power. One
commercial muffler lost about—18 per cent and another 14 per cent of the maximum engino
power. At the same time, however, there was hope offered, in that the smallest and lightest
muffler tested gave the best silencing and also the least power loss—only 3.6 per cént of the
meximum engine power. This muffler weighed 14 pounds for a 40-horsepower motor, or 0.35
pounds per horsepower. We have now obtained, by contrast, excellent muffling on a 70-

horsepower motor at a power loss less than 1 per cent and with a weight of 5 or 6 pounds. (less

~ than 0.09 pounds per horsepower).
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TaBLE XV.— University of Michigan tests—Hudson 6, 4% by 534 inches.

750 r. p. m. 1,000 . p. m. ©1,300r, p. m.
Back. - Back ' Back :
pressure Iggiigf pr§$slt11re I-t‘;;gigf pressure : Iﬁiig’
Muffer. BEP. B | g p, |Percent ALE.P.\B.HP. o | & p, |Percent ML B, P, ol | 2 p, |Percent| 3. E. P.
wi e ower [(pounds| w: Py owWer ounds | with™ e wer
mufer.|(P ou:;ds loss. plos’,s. per |muffler. (pqu;ds Loss. ploss. P per |muffler, {(Pounds| Ioss, plgss? ) (pglf.fds
sq%%re bl sqxl‘mre Square scﬁfarre squate .
ineh). . nea). inch) inch). inch). inch).
5 0.26 0.2 o 40 /0.5 5 0.5 0.4 7.4] 0.7 11 1.8 L3 10.6 1.8
11 0.5 0.2 - L8 0.5. 11 0.76 0.5 4.3 0.9 14 1.9 1.8 11.4 . 2.5
D...... 15 0.05| 035] 23] 09| 15 13| 13 S0l 2.4 21| 81| 258 | 1Ls| 39
20 1.5 1.0 4.8 2.5 26 2.6 |+ 1.6 58| * 8.0 29 4.8 4.6 13.7 6.5
23 2.2 1.6 6.5 4.0 27.5 8.5 1.9 |+ 6.5 8.5 32 5.9 7.0 17.9 9.8
5.5 0 0.1 1.8 0.25 5 0 0.05 1.0.] 0.1 .10 0.2 0.05 0.5 0.07
10.5 ] 0.1 0.9 0.25 10 0.1 0.3 2.9 - 0.55 16 0.45 0.05 0.3 0.07
Yoo 16 0.2 | 03 18] 075] 15 0.2 | 038 20| 0.5 9] o8l 05 2.8 0.7
20 0.25 0.8 1.5 0.78 24 0.5 0.5 2.0 0.9 20 1.0 1.0 3.4 1.4
24 0.5 0.9 3.8 2.8 31 0.9 0.6 1.9 1.1 38 1.1 1.4 3.6 2.0
5 0 " 0.1 2.0 0.25 -5 0.1 0 2.0 0 18 0.5 0 0 0
9 0 0.2 2.2 0.5 11 0.3 0.5 2.6. 0.9 115 1.2 0.8 5.1 1.1
[0 U 15 0.3 0.1 0.7 0.25 15 0.5 0.8 6.1 1.5 121 1.6 2.5 10.6 3.4
20 0.6 0.1 0.6 0.25 25 1.4 1.8 6.7 3.8 130 2.9 3.6 10.7 4,9
25 1.1 0.6 2.3 1.5 33 21 0.9 2.7 1.7 135 4.0 __5_.6 13.8 7.6 .
1 This group at 1,350 r. p. m.
6 -
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Muffler Y, besides giving the least back pressure and power loss, was the least in weight
and size, and the best in silencing ability.

A partial analysis of the University of Michigan data is given in plot 25, showing the losses
of brake M. E. P. as a function of back pressure at various speeds.. At the right of plot 25
the curves for the three speeds are combined. The resultant grouping is comparable with
Table II and plot 11 of the main body of this report. (Note that in plot 11 back pressures are
in inches of mercury and in plot 25 in pounds per squarée inch.) The conclusions there reached
are confirmed, at least qualitatively, from this independent source.

Plot 26 shows the back pressures dué to the mufflers as a function of power output of the
engine. It is similar to plots 7 and 12 of the main report. Plot 27 presents the same data in
logarithmic plotting, just as plot 8 reproduces plot 7. The suggestion that back pressure
varies as about the 1.5 power of the output of the engine is checked. . _

It does not seem quite true, however, that back. pressure depends, for any one muffler and
engine, solely on power output. The back pressure (and per cent power loss) is higher when
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the power is obtained by small throttle opening and high speed than by large throtile opcnmg |

and low speed. It should be remembered, however, that in the discussion of muffler capacity
we have pointed out that some mufflers in our own tests did not increase back pressure whon

the number of cylinders exhausting into the muffler was doubled. Other mufilers did increase
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back pressure under the same circumstances by 50 to 100 per cent; none quadrupled, as might
be expected from ordinary flow laws. It seems probable that the differences befween the
curves for muffler D in plot 26 for speeds of 1,300,71,000, and 750 r. p. m. are largely tied up
with its having been a poor muffler design (in respect of power loss) and that such a dlﬁ'erenc_e
would show much less with the better mufflers of our later tests.

O



